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Abstract

Referring expression comprehension (REC)
is a vision-language task to locate a target
object in an image based on a language ex-
pression. Fully fine-tuning general-purpose
pre-trained models for REC yields impressive
performance but becomes increasingly costly.
Parameter-efficient transfer learning (PETL)
methods have shown strong performance with
fewer tunable parameters. However, applying
PETL to REC faces two challenges: (1) insuffi-
cient interaction between pre-trained vision and
language encoders, and (2) high GPU memory
usage due to gradients passing through both
heavy encoders. To address these issues, we
present M2IST: Multi-Modal Interactive Side-
Tuning with M3ISAs: Mixture of Multi-Modal
Interactive Side-Adapters. During fine-tuning,
we keep the pre-trained vision and language
encoders fixed and update M3ISAs on side net-
works to establish connections between them,
thereby achieving parameter- and memory-
efficient tuning for REC. Empirical results on
three benchmarks show M2IST achieves the
best performance-parameter-memory trade-off
compared to full fine-tuning and other PETL
methods, with only 3.14M tunable parameters
(2.11% of full fine-tuning) and 15.44GB GPU
memory usage (39.61% of full fine-tuning).
Source code will soon be publicly available.

1 Introduction

Referring expression comprehension (REC) is one
of the most challenging vision-language tasks, aim-
ing to locate a specific object in an image based on
a given referring expression (Yu et al., 2018; Yang
et al., 2019; Deng et al., 2021; Zhu et al., 2022;
Wu et al., 2023). Recent studies (Deng et al., 2021;
Sun et al., 2022; Huang and Satoh, 2023; Kim et al.,
2024) have shown impressive performance by fine-
tuning general-purpose pre-trained models for the

*Equal contribution. †Corresponding author.

task. However, fully fine-tuning these pre-trained
models is computationally expensive when adapt-
ing to a new REC dataset (see Figure 1 (a)). Addi-
tionally, fine-tuning on limited REC data can lead
to catastrophic forgetting and overfitting.

Recently, parameter-efficient transfer learning
(PETL) methods (Houlsby et al., 2019; Hu et al.,
2022; Jia et al., 2022) have been proposed to ad-
dress similar issues by updating only a small set
of parameters to efficiently adapt pre-trained mod-
els to downstream tasks. Adapter-tuning (Houlsby
et al., 2019), a typical PETL method, has achieved
great success across diverse downstream tasks
(Yuan et al., 2023; Cao et al., 2024). It typically in-
serts a tunable lightweight bottleneck-shaped mod-
ule sequentially into each frozen backbone layer.
Most transformer-based REC models (Deng et al.,
2021; Sun et al., 2022; Zhang et al., 2023) use pre-
trained Vision Encoder and Language Encoder to
separately extract image and text features, which
are then integrated to form multi-modality features
for reasoning. A straightforward approach to apply
adapter-tuning for REC is to insert the adapters
into the transformer encoder layers to enhance fine-
tuning efficiency (see Figure 1 (b)). However, this
introduces two significant challenges: (1) Updat-
ing inserted adapters still requires backpropagation
through the large pre-trained encoders, placing a
heavy burden on GPU memory (see Figure 1 (b)).
(2) The Vision and Language Encoders, pre-trained
separately with different structures and data, lack
cross-modality interaction in their shallow layers
when vanilla adapters are inserted, leading to sub-
optimal vision-language alignment. This issue is
especially problematic for predicting referred ob-
jects with complex semantics, such as human ac-
tions and spatial relations.

To address these challenges, we propose
a novel Multi-Modal Interactive Side-Tuning
(M2IST) method that effectively strengthens
vision-language alignment and enables parameter-

1

ar
X

iv
:2

40
7.

01
13

1v
1 

 [
cs

.C
V

] 
 1

 J
ul

 2
02

4



Vision-language Encoder

Encoder

Layer

Encoder

Layer

Encoder

Layer

… …

Encoder

Layer

“A man in a #15 

jersey swinging 
a baseball bat”

Vision-language Encoder

Encoder

Layer

Encoder

Layer

… …

Adapter

Adapter

Encoder

Layer

Encoder

Layer

Adapter

Adapter

Encoder

Layer

“A man in a #15 

jersey swinging 
a baseball bat”

Encoder

Layer

𝐿𝑙×𝐿𝑣×

(c) Multi-Modal Interactive Side-Tuning (Ours)

Encoder

Layer

Encoder

Layer

Encoder

Layer

… …

Encoder

Layer

Encoder

Layer

“A man in a #15 

jersey swinging 
a baseball bat”

Encoder

Layer

Acc@0.5: 80.32%

Param.: 151M (100%)

Mem.: 38.95GB (100%)

Acc@0.5: 78.08% (-2.24%)

Param.: 3.27M (-97.83%)

Mem.: 28.52GB (-26.78%)

Acc@0.5: 81.35% (+1.03%)

Param.: 3.19M (-97.89%)

Mem.: 15.44GB (-60.39%)

(b) Adapter-tuning(a) Fully Fine-tuning

M³ISAs

M³ISAs

M³ISAs

𝐿𝑙×𝐿𝑣× 𝐿𝑙×𝐿𝑣× … …

Vision-language Encoder

Figure 1: Comparison of (a) fully fine-tuning, (b) Adapter-tuning, and (c) our M2IST for REC. By updating 3.19M
encoder parameters (2.11% of (a)) and requiring 15.44GB of GPU memory (39.61% of (a)), M2IST achieves
comparable or even superior performance compared to fully fine-tuning (e.g., RefCOCO val (Yu et al., 2016)).

and memory-efficient transfer to REC within the
unified interactive side networks (see Figure 1 (c)).
Specifically, we introduce Mixture of Multi-Modal
Interactive Side-Adapters (M3ISAs), which incor-
porate Vision Expert Adapters (VEA), Language
Expert Adapters (LEA), and Interaction Expert
Adapters (IEA) into the side networks in parallel
with the heavy encoders. VEA and LEA trans-
fer pre-trained single-modality knowledge to the
REC domain. IEA utilizes a linear layer for weight-
sharing between image and text features, enabling
progressive interaction between the referring sen-
tence and input image. This interaction aggregates
multi-grained information from different modali-
ties at shallow layers of the model, facilitating deep
multi-modal fusion in deeper layers for improved
reasoning. This elegant design achieves parameter-
and memory-efficient intra- and inter-modality
representation transfer for REC.

We conduct extensive experiments on Ref-
COCO (Yu et al., 2016), RefCOCO+ (Yu et al.,
2016), and RefCOCOg (Mao et al., 2016; Na-
garaja et al., 2016) to demonstrate the effective-
ness and efficiency of M2IST for REC. Exper-
imental results show that M2IST achieves the
optimal performance-parameter-memory trade-off
compared to most full fine-tuning methods and
other PETL methods. Following our M2IST
method, a standard transformer-based REC model
can reduce 97.89% tunable encoder parameters and
only require 39.61% of the GPU memory needed
for full fine-tuning, while achieving competitive
performance (see Figure 1). With the sufficient
vision-language interaction strengthened by our

M3ISAs, our method can accurately locate the re-
ferred objects for various complex cases, such as
human actions and spatial relations (see Figure 4).

2 Related Work

2.1 Referring Expression Comprehension

Referring expression comprehension (REC) (Yu
et al., 2018; Deng et al., 2021; Zhu et al., 2022;
Han et al., 2024b) aims to locate specific objects in
images based on textual descriptions. Early meth-
ods (Yu et al., 2018; Liu et al., 2019; Chen et al.,
2019) follow a two-stage pipeline that first uses
a pre-trained object detector (Ren et al., 2015) to
generate a set of sparse object proposals, which
are then ranked by their similarity to the textual de-
scription. However, these two-stage methods heav-
ily rely on the quality of the object proposals and
cannot directly predict the referred object region.
Recently, one-stage anchor-based methods (Yang
et al., 2019; Liao et al., 2020a; Yang et al., 2020;
Ye et al., 2021) have been introduced to eliminate
the proposal generation step, directly predicting the
object bounding box from the pre-defined dense
anchors. More recently, transformer-based meth-
ods (Deng et al., 2021; Du et al., 2022; Zhu et al.,
2022; Sun et al., 2022; Zhang et al., 2023) have
shown superior performance by implicitly model-
ing cross-modality relationships in a unified archi-
tecture. As REC models continue to scale up, their
performance has improved. However, this perfor-
mance gain comes at the cost of increased compu-
tational cost, demanding larger GPU memory for
parameter fitting (see Figure 1 (a)).

2



2.2 Parameter-efficient Transfer Learning

Parameter-efficient transfer learning (PETL)
(Houlsby et al., 2019; Hu et al., 2022; Jia et al.,
2022; Chen et al., 2022; Han et al., 2024a)
has emerged as a promising alternative to fully
fine-tuning pre-trained models for downstream
tasks. By updating only a minimal subset of
parameters, PETL methods balance performance
and computational efficiency. Recent PETL
methods can be classified into two types: (1)
Updating additional parameters in modules
inserted into the model (i.e., Adapters) (Houlsby
et al., 2019; Chen et al., 2022; Liu et al., 2024b) or
appended to the input data (Jia et al., 2022; Huang
et al., 2023; Xin et al., 2024); (2) Decomposing
weight matrices into two low-rank matrices and
updating only the small factorization matrices
(e.g., LoRA) (Hu et al., 2022). There is increasing
interest in adapter-based PETL methods for
vision-language tasks (Jiang et al., 2022; Xu
et al., 2023; Yuan et al., 2023; Wang et al., 2024;
Liu et al., 2024a; Cao et al., 2024), which aim
to achieve effective cross-modality interaction
while maintaining parameter efficiency. However,
existing PETL methods still face substantial GPU
memory consumption during the fine-tuning stage,
as gradients must propagate through the heavy
pre-trained encoders for REC (see Figure 1 (b)).

2.3 Memory-efficient Transfer Learning

Memory-efficient transfer learning (METL) (Sung
et al., 2022; Fu et al., 2024; Zhang et al., 2024)
aims to reduce memory costs on GPUs during fine-
tuning. Existing METL methods typically employ
a side network for single-modality knowledge trans-
fer, focusing on either NLP (Sung et al., 2022;
Zhang et al., 2024) or CV (Fu et al., 2024; Tang
et al., 2024) downstream tasks. However, these
METL methods lack sufficient cross-modality in-
teraction between vision and language representa-
tions, which is crucial for REC. In this work, our
M2IST bridges the pre-trained vision and language
encoders in unified interactive side networks, facil-
itating parameter- and memory-efficient transfer to
the REC task (see Figure 1 (c)).

3 Methodology

3.1 Base Architecture

We apply a standard transformer-based REC model
as our base architecture, shown in Figure 1 (a),
which comprises: (1) a Vision Encoder, (2) a Lan-

guage Encoder, and (3) a Vision-language Encoder.
Our training objective follows most transformer-
based REC methods and is detailed in Appendix C.

Vision Encoder. We adopt a DETR-based (Car-
ion et al., 2020) encoder as our Vision Encoder,
which comprises a ResNet (He et al., 2016) and a
stack of transformer encoder layers to encode the
image into high-quality vision embeddings. Specif-
ically, given an input image z0 ∈ RH0×W0×3, the
ResNet is utilized to generate a 2D feature map
z ∈ RH×W×C , where H0 and W0 denote the
height and width of the input image, H = H0

32 ,
W = W0

32 , and C = 2048 represents the channel di-
mension. Then, a 1×1 convolutional layer reduces
the C to Cv = 256, producing z′ ∈ RH×W×Cv .
We flatten the feature map z′ into a sequence of 1D
vectors (i.e., vision tokens) zv ∈ RNv×Cv , where
Nv = H × W indicates the number of tokens.
Sequentially, these vision tokens added with po-
sitional encodings are fed into a stack of 6 trans-
former encoder layers, which then output the en-
hanced vision embeddings fv ∈ RNv×Cv incorpo-
rating global context of the image.

Language Encoder. We employ an off-the-shelf
language model BERT (Devlin et al., 2018), com-
prising a stack of transformer encoder layers, as
our Language Encoder. Specifically, given the in-
put text, each word ID is converted into a one-hot
vector, which is then tokenized into a sequence of
language tokens. These language tokens, concate-
nated with a [CLS] token at the beginning and a
[SEP] token at the end, are input to 12 transformer
encoder layers to sequentially model contextual
relationships. Similar to the Vision Encoder, Lan-
guage Encoder finally outputs the enhanced lan-
guage embeddings fl ∈ RNl×Cl , where Nl and
Cl = 768 represent the number and channel di-
mension of language tokens, respectively.

Vision-language Encoder. We use a transformer-
based encoder (Vaswani et al., 2017) as our Vision-
language Encoder (V-L Encoder) to thoroughly
fuse the multi-modality embeddings and predict the
bounding box of the referred object. Specifically,
the enhanced vision embeddings fv ∈ RNv×Cv

and language embeddings fl ∈ RNl×Cl are first
projected into the joint embeddings f ′

v ∈ RNv×Cp

and f ′
l ∈ RNl×Cp , sharing the same channel di-

mension Cp = 256. The joint embeddings, along
with a learnable [REG] token, are then fed into a
stack of 6 transformer encoder layers to fuse the
cross-modality embeddings and output the [REG]
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Figure 2: Overall architecture of M2IST. M2IST freezes the pre-trained Vision Encoder (blue branch) and
Language Encoder (green branch), while updating M3ISAs on side networks (pink branch). M3ISAs comprise
IEA for bridging the pre-trained dual encoders to enable cross-modality interactions, and VEA/LEA for transferring
pre-trained single-modality representations to adapt to the REC domain. By avoiding backpropagation through the
heavy encoders (red dashed arrow), M2IST enables parameter- and memory-efficient tuning for REC.

token. Finally, a prediction head, implemented as a
Multi-layer Perceptron with two 256-dim hidden
layers and a linear output layer, receives the [REG]
token and regresses it to the 4-dim box coordinates
for the referred object.

3.2 Multi-Modal Interactive Side-Tuning

Given that the pre-trained vision and language en-
coders contain rich knowledge and comprise about
95% of the model’s parameters. We first explore
two approaches to reduce training overhead:

• Fully freezing the pre-trained encoders. We
choose to directly keep the pre-trained param-
eters fixed and only fine-tune the V-L Encoder.
While it effectively saves a significant amount
of GPU memory, it also results in significantly
inferior performance (see Table 3 (a)).

• Updating a few additional parameters. We
explore various mainstream PETL methods.
Though most of them achieve relatively satis-
factory performance as well as save tunable
parameters, updating the additional parame-
ters still necessitates substantial GPU memory
rather than effectively mitigating the compu-
tational load (see Table 2).

Besides, it is obvious that only the V-L encoder
is responsible for cross-modality fusion. However,
such fusion does not exist in the shallow layers
of the base model, which is insufficient when the
given referring sentence contains complex semantic

information, such as spatial relations (Huang and
Satoh, 2023). To address the above issues, we pro-
pose Multi-Modal Interactive Side-Tuning (M2IST)
that keeps the pre-trained encoders frozen and up-
dates the proposed Mixture of Multi-Modal Inter-
active Side Adapters (M3ISA) on side networks
to facilitate parameter- and memory-efficient fine-
tuning for REC, as shown in Figure 2. Note that
we do not show the LayerNorm for simplicity.

M3ISA architecture. The core component of
M2IST is M3ISA (see Figure 2 (right)), which
consists of two distinct adapters (intra- and inter-
modality adapters) to effectively and efficiently
bridge the Vision Encoder and Language Encoder.
The intra-modality adapters follow the basic design
of Adapter (Houlsby et al., 2019) in NLP, and in-
clude Vision Expert Adapter (VEA) and Language
Expert Adapter (LEA), shown as separate blue
branch and green branch in Figure 2 (right). Both
of them consist of a down-projection layer Wdown,
ReLU non-linear activation, and an up-projection
layer Wup in sequence. They are responsible for
transferring the pre-trained single-modality repre-
sentations to more fine-grained ones for the REC
domain. Specifically, taking the VEA as an ex-
ample, given the vision tokens xv ∈ RNv×Cv , the
function of VEA can be formally expressed as:

VEA(xv) = xv + s · ReLU(xvWdown)Wup, (1)

where Wdown ∈ RCv×Cd , Wup ∈ RCd×Cv and s
is the scaling factor of the adapter.
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The inter-modality adapters, Interaction Expert
Adapters (IEA) are designed to enhance cross-
modality interactions by progressively bridging
the pre-trained dual encoders, inspired by existing
efforts (Zhou and Long, 2023a; Xu et al., 2023).
As depicted by the entire pink section in Figure 2
(right), IEA include a unique down-projection layer
for vision Wdown ∈ RCv×Cd and language Wdown
∈ RCl×Cd , ReLU activation, an interactive up-
projection layer Wup ∈ RCd×Ci , and a unique up-
projection layer for vision Wup ∈ RCd×(Cv−Ci)

and language Wup ∈ RCd×(Cl−Ci), where Cv,
Cl, and Ci represent the vision, language, and
interaction channels, respectively. Given the vi-
sion tokens xv ∈ RNv×Cv and language tokens
xl ∈ RNl×Cl , the corresponding down-projection
layers first down-sample them to the bottleneck
features zv ∈ RNv×Cd and zl ∈ RNl×Cd . Then,
the corresponding up-projection layers and inter-
active up-projection layer up-sample these bottle-
neck features and concatenate them within the
same modality to obtain the cross-modality fea-
tures fv ∈ RNv×Cv and fl ∈ RNl×Cl as:

fv = Concat[zvWup, zvWup], (2)

fl = Concat[zlWup, zlWup]. (3)

The outputs of the IEA can be written as:

IEA(xv) = xv + s · fv, (4)

IEA(xl) = xl + s · fl, (5)

where xv and xl indicate input as vision tokens and
language tokens, respectively.

As depicted in Figure 2 (left), we incorporate
a stack of M3ISAs into two side networks that
operate in parallel with the pre-trained dual en-
coders. Specifically, in one encoder layer (both
for vision and language), the IEA first receives
processed vision/language tokens from the Multi-
head Attention (MHA) layers as input and produces
adapted, interacted tokens for the vision/language
side network. Subsequently, the VEA/LEA take the
processed vision/language tokens from the Feed
Forward Networks (FFN) as input and generate
adapted single-modality tokens for the correspond-
ing side networks. The outputs of the IEA and
VEA/LEA are added within the vision/language
side networks, along with the original vision/lan-
guage tokens through skip-connections. After pass-
ing through the side networks, the outputs of the

vision/language side networks are added to the out-
puts of the vision/language encoders. During fine-
tuning, we keep the pre-trained vision and language
encoders fixed and update the M3ISAs in the side
networks, allowing the pre-trained encoders to act
as standalone feature extractors. Pseudocode is
presented in Appendix G.

3.3 Discussion: Advantages of M2IST

The proposed M2IST offers several advantages
over fully fine-tuning and other PETL methods,
summarized as follows:
Parameter Efficiency. Fully fine-tuning pre-
trained encoders is computationally expensive due
to their large size and complexity (Liu et al., 2024c).
Furthermore, it often leads to forgetting valuable
pre-trained knowledge and increases the risk of
overfitting, as the encoders are fine-tuned on lim-
ited data. M2IST mitigates these issues by freez-
ing the pre-trained encoders and updating only the
lightweight M3ISAs, achieving effective intra- and
inter-modality representation adaptation and en-
hanced performance (see Table 3 (f)).
Memory Efficiency. Both full fine-tuning and
other PETL methods require backpropagation
through large pre-trained encoders, leading to
high GPU memory usage. M2IST reduces this
by separating tunable parameters from the pre-
trained encoders and placing them in parallel side
interactive networks. These networks facilitate
single-modality knowledge transfer and enable
progressive cross-modality interaction, enhancing
deep vision-language alignment by the V-L En-
coder. Since gradients backpropagate through the
lightweight M3ISAs instead of the heavy encoders,
GPU memory requirements are significantly re-
duced. Additionally, M2IST maintains the baseline
model’s architecture, simplifying its implementa-
tion compared to other PETL methods.

4 Experiments

4.1 Experimental Setup

Datasets and Evaluation Metrics. We conduct
experiments on the widely-used REC benchmarks:
RefCOCO (Yu et al., 2016), RefCOCO+ (Yu et al.,
2016), and RefCOCOg (Mao et al., 2016; Nagaraja
et al., 2016). More dataset details are provided in
Appendix A. We use Precision@0.5 as the evalua-
tion metric. In addition to accuracy, we also report
the number of tunable parameters in the pre-trained
encoders and the training memory consumption
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Methods Vision Language Params.↓ RefCOCO RefCOCO+ RefCOCOg
Encoder Encoder (M) val testA testB val testA testB val-g val-u test-u

Two-stage:
VC (Zhang et al., 2018) VGG16 LSTM 17 - 73.33 67.44 - 58.40 53.18 62.30 - -
ParalAttn (Zhuang et al., 2018) VGG16 LSTM 17 - 75.31 65.52 - 61.34 50.86 58.03 - -
MAttNet (Yu et al., 2018) RN101 LSTM 47 76.65 81.14 69.99 65.33 71.62 56.00 - 66.58 67.27
RvG-Tree (Hong et al., 2019) RN101 LSTM 47 75.06 78.61 69.85 63.51 67.45 56.66 - 66.95 66.51
One-stage:
FAOA (Yang et al., 2019) DN53 LSTM 43 72.54 74.35 68.50 56.81 60.23 49.60 56.12 61.33 60.26
RCCF (Liao et al., 2020b) DLA34 LSTM 18 - 81.06 71.85 - 70.35 56.32 - - 65.73
ReSC (Yang et al., 2020) DN53 BERT 152 76.59 78.22 73.25 63.23 66.64 55.53 63.12 67.30 67.20
RealGIN (Zhou et al., 2021) DN53 GRU 41 77.25 78.70 72.10 62.78 67.17 54.21 - 62.75 62.33
TransVG (Deng et al., 2021) RN50∗ BERT 151 80.49 83.28 75.24 63.50 68.15 55.63 66.56 67.66 67.44
VGTR (Du et al., 2022) RN50† LSTM 52 78.70 82.09 73.31 63.57 69.65 55.33 62.88 65.62 65.30
PFOS (Sun et al., 2022) DN53 BERT 152 77.37 80.43 72.87 63.74 68.54 55.84 61.46 67.08 66.35
SeqTR (Zhu et al., 2022) DN53 GRU 41 78.22 81.47 73.80 66.01 70.23 55.68 - 68.26 -
DMRNet (Zhang et al., 2023) DN53 BERT 152 76.99 79.71 72.67 61.58 66.60 54.00 - 66.03 66.70

M2IST (Ours) RN50∗ BERT 3.19 81.35 82.29 77.98 63.15 67.11 55.52 67.50 67.67 67.41

Table 1: Comparison with full fine-tuning on RefCOCO, RefCOCO+, and RefCOCOg. "RN50", "RN101", and
"DN53" represent ResNet-50, ResNet-101, and DarkNet-53 respectively. ∗ and † denote RN50 followed by 6 and 2
transformer encoder layers respectively. "Param." shows the number of tunable encoder parameters.

Methods Params.↓ Mem.↓ RefCOCO RefCOCO+ RefCOCOg
(M) (GB) val testA testB val testA testB val-g val-u test-u

Fully fine-tuning 151 38.95 80.49 83.28 75.24 63.50 68.15 55.63 66.56 67.66 67.44

Adapter (Houlsby et al., 2019) 3.27 28.52 78.02 79.89 75.23 61.35 66.34 54.21 63.18 65.26 66.65
LoRA (Hu et al., 2022) 2.37 20.37 77.57 78.22 73.37 61.24 66.53 53.95 64.27 67.36 66.43
AdaptFormer (Chen et al., 2022) 2.38 20.37 76.32 77.16 73.94 60.96 65.19 53.88 61.81 65.44 64.37
CM Adapter (Jiang et al., 2022) 3.27 27.19 77.37 78.81 74.07 61.34 66.10 53.31 63.93 65.75 64.72
MRS-Adapter (Yuan et al., 2023) 1.58 20.07 77.14 77.80 74.80 61.13 66.38 53.13 63.07 66.46 65.16

M2IST (Ours) 3.19 15.44 81.35 82.29 77.98 63.15 67.11 55.52 67.50 67.67 67.41

Table 2: Comparison with PETL methods using the same base architecture on RefCOCO, RefCOCO+ and
RefCOCOg. "Param." indicates the number of tunable parameters in the pre-trained encoders. "Mem." denotes the
peak GPU memory footprint with batch size 64 during fine-tuning.

in Gigabytes (GB) to compare the fine-tuning effi-
ciency with other PETL methods.
Implementation Details. The Vision Encoder is
initialized with ResNet-50 (He et al., 2016) and
the DETR encoder (Carion et al., 2020), while the
Language Encoder is initialized with BERT-base
(Devlin et al., 2018). The bottleneck dimension Cd

for VEA/LEA is 128, and the interaction dimension
Ci for IEA is 256. For fair comparisons, all PETL
methods use the same base architecture, keeping
the Vision and Language Encoders fixed while up-
dating only the V-L Encoder during fine-tuning.
More details are provided in Appendix B.

4.2 Main Results

Table 1 demonstrates that M2IST achieves compet-
itive performance across three benchmarks com-
pared to full fine-tuning methods. Specifically, on
the three sets of RefCOCOg (Mao et al., 2016;
Nagaraja et al., 2016), M2IST outperforms the ma-
jority of other baseline methods. Two-stage REC

methods achieve outstanding performance in Re-
fCOCO+ (Yu et al., 2016) because the referring
sentences in the RefCOCO+ dataset only describe
the appearance and attributes of objects. Two-stage
REC methods can more explicitly locate referred
objects by directly computing the similarity scores
between region proposals and sentences. Even so,
Table 1 illustrates that M2IST achieves an optimal
performance-parameter trade-off compared to full
fine-tuning methods, underscoring its advantage in
parameter efficiency, as discussed in Section 3.3.

Table 2 illustrates that M2IST outperforms other
PETL methods on all three benchmarks. This high-
lights the effectiveness of M3ISAs in adapting pre-
trained knowledge for the REC domain. Further-
more, through the facilitation of cross-modality
interaction between the encoders, M3ISAs enhance
the modeling of complex spatial relationships, lead-
ing to improved performance on RefCOCOg (Mao
et al., 2016; Nagaraja et al., 2016). Regarding fine-
tuning efficiency, M2IST requires the least training
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# LEA VEA IEA Params.↓ Mem.↓ RefCOCO
(M) (GB) val testA testB

(a) 0 14.32 72.72 73.33 71.27

(b) ✓ 0.59 14.90 77.08 77.82 73.38
(c) ✓ 1.02 14.52 78.30 78.95 73.58
(d) ✓ ✓ 1.61 15.09 79.39 79.18 74.41
(e) ✓ 1.58 14.84 78.85 79.01 73.87
(f) ✓ ✓ ✓ 3.19 15.44 81.35 82.29 77.98

Table 3: Ablation on different components in M3ISA.
Without adding any component of M3ISA, it can be
viewed as freezing the pre-trained encoder parameters
and only training the V-L Encoder.

memory among PETL methods. This results from
the fact that gradients backpropagate through the
lightweight M3ISAs rather than the heavy encoders,
highlighting M2IST’s advantage in memory effi-
ciency, as mentioned in Section 3.3.

In summary, M2IST is Pareto-optimal in terms
of accuracy, parameter efficiency, and memory ef-
ficiency. By tuning only 3.19M encoder param-
eters (2.11% of fully fine-tuning) and requiring
15.44GB of GPU memory (39.61% of fully fine-
tuning), M2IST makes fine-tuning a strong REC
model on a single NVIDIA 3060 GPU (16GB).

4.3 Ablation Study and Analysis

Effects of Different Components of M3ISA. Ta-
ble 3 presents the performance of using different
components of M3ISA. We can see that: (1) Freez-
ing the encoders and only training the V-L En-
coder leads to much greater performance degra-
dation (Table 3 (a)), indicating a significant domain
gap between the pre-trained domains of the two
encoders and the REC domain. (2) Fine-tuning
single-modality adapters (LEA/VEA) significantly
enhances performance compared to using frozen
encoders (Table 3 (b,c)). Specifically, VEA pro-
vides greater performance improvement compared
to LEA, suggesting that adapting visual representa-
tion plays a more crucial role in object perception
and localization than language representation. (3)
Combining LEA and VEA yields similar perfor-
mance to using IEA alone (Table 3 (d,e)). This
indicates that using either can bring around 6%
accuracy improvement compared to freezing the
encoders. (4) Incorporating LEA, VEA, and IEA
into M3ISA results in an average improvement of
8.10% across the three sets of RefCOCO, achieving
the best performance among these ablation variants
(Table 3 (f)). It is worth noting that fine-tuning
each ablation variant of M3ISA incurs at most an
additional 1.12GB of GPU memory compared to

# Multi-head Multi-layer Params.↓Mem.↓ RefCOCO
Attention Perceptron (M) (GB) val testA testB

Same adapters mixing
(a) LEA+VEALEA+VEA 3.22 15.65 79.8780.5276.33
(b) IEA+IEA IEA+IEA 3.17 14.84 78.7280.0576.01

Different adapters mixing
(c) LEA+VEA IEA+IEA 3.19 15.38 80.5881.2676.65
(d) IEA+IEA LEA+VEA 3.19 15.44 81.0982.2977.98

Table 4: Effects of different mixing strategies of
M3ISA. "VEA+LEA" and "IEA+IEA" refer to adopt-
ing the intra-modality adapters and the inter-modality
adapters, respectively.

freezing the encoder, demonstrating the memory
efficiency of M2IST (see Section 3.3).

Effects of Different Mixing Strategies of M3ISA.
Table 4 demonstrates the impact of various adapter
combination forms (i.e., mixing strategies). The
findings are as follows: (1) Transferring pre-trained
single-modality knowledge to the REC domain
(e.g., LEA+VEA) is more effective in accurately
locating the referred object than merely achiev-
ing cross-modality interaction (e.g., IEA+IEA) (Ta-
ble 4 (a,b)). (2) Combining intra-modality adapters
and inter-modality adapters enhances performance,
indicating that joint transfer of pre-trained single-
modality knowledge and cross-modality interac-
tion aids in accurately localizing referred objects
by text descriptions (Table 4 (a,b,c,d)). This ob-
servation aligns with findings from other challeng-
ing vision-language tasks (Xu et al., 2023; Zhou
and Long, 2023b), suggesting that combining deep
inter-modality fusion with intra-modality adapta-
tion improves performance. (3) The best perfor-
mance among the M3ISA variants is achieved by
first connecting the vision and language encoders
with IEAs, and then adapting the interacted features
and single-modality features to the REC domain
with VEA and LEA (Table 4 (a,b,c,d)).

Effects of Different Insertion Forms of M3ISA.
As depicted in Figure 3 and Table 5, we evaluate
the impact of integrating M3ISAs with different
insertion forms on performance and GPU memory
usage. (1) Side insertion yields the best perfor-
mance. We suppose that implementing M3ISAs on
side networks enhances the alignment between the
referring sentence and the referred object, resulting
in improved localization performance. (2) All three
insertion forms reduce GPU memory usage to vary-
ing degrees. Incorporating M3ISAs into the side
networks consumes the least amount of GPU mem-
ory. This is because the gradients backpropagate
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Figure 3: Different adapter insertion forms. During fine-tuning, gradients in (a) and (b) backpropagate through
the heavy encoders, while gradients in (c) only backpropagate through the lightweight adapters, achieving memory-
efficient tuning for REC. Note that (b) and (c) only illustrate the vision branch for simplicity.

Ground 
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Interaction

With 

Interaction

“man in a blue shirt” “girl falling down” “guy on left” “string tie boy in the middle” “right person in air”“adult talking to the kid”

Figure 4: Visualizations of attention maps from the V-L Encoder with different mixing strategies. Cases include
object appearance attributes (blue words), human actions (green words), and spatial relations (red words).

# Insertion Params.↓ Mem.↓ RefCOCO
forms (M) (GB) val testA testB

(a) Sequential 3.19 27.19 78.76 80.25 74.90
(b) Parallel 3.19 20.37 78.29 78.71 75.30
(c) Side 3.19 15.44 81.35 82.29 77.98

Table 5: Effects of different insertion forms of M3ISA.
"Sequential" and "Parallel", and "Side" correspond to
(a), (b), and (c) in Figure 3, respectively.

through the lightweight M3ISAs instead of heavy
encoders. This aligns with the memory efficiency
advantage mentioned in Section 3.3.

4.4 Qualitative Results

To investigate the impact of cross-modality inter-
action facilitated by M3ISAs, we visualize the at-
tention maps from the V-L Encoder. We compare
M3ISA with its variant presented in Table 4 (a)
under various scenarios, shown in Figure 4. It is
evident that M3ISA can handle diverse REC cases,
indicating that the enhanced cross-modality inter-

action enabled by the IEA allows for effective com-
prehension of complex semantic information.

5 Conclusion

In this paper, we present Multi-Modal Interactive
Side-Tuning (M2IST), a parameter- and memory-
efficient tuning method for REC. We introduce
Mixture of Multi-Modal Interactive Side Adapters
(M3ISA) to efficiently transfer pre-trained single-
modality knowledge and facilitate cross-modality
interaction between vision and language encoders.
During fine-tuning, we freeze the pre-trained vi-
sion and language encoders and update M3ISAs
on side networks, achieving efficient tuning for
REC. By updating only 3.14M encoder parameters
(2.11% of full fine-tuning) and using 15.44GB of
GPU memory (39.61% of full fine-tuning), M2IST
achieves competitive performance compared to full
fine-tuning methods and outperforms other PETL
methods across three benchmarks.
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6 Limitations

In this work, we implement our M2IST on the
mainstream transformer-based architecture for re-
ferring expression comprehension, comprising a
pre-trained Vision Encoder and Language Encoder.
With the rapid development of multi-modal large
language models (MLLMs), applying M2IST to
MLLMs (e.g., LLaVA (Liu et al., 2023) and In-
structBLIP (Dai et al., 2023)) could potentially fur-
ther enhance their reasoning capabilities in com-
plex scenarios (Pan et al., 2024a,b). Due to lim-
ited computational resources, our experiments were
conducted only using ResNet-50 with the DETR
encoder. Future work will involve more extensive
experiments with ViT-L (Dosovitskiy et al., 2021)
and Swin-L (Liu et al., 2021) backbones to fully
explore the scalability and potential of M2IST.
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In the appendix, we provide a detailed introduc-
tion of the used datasets (Section A), more im-
plementation details (Section B), training objective
(Section C), details of baseline PETL methods (Sec-
tion D), additional ablation study (Section E), more
visualization results (Section F), and pseudocode
of M2IST (Section G).

A Details of REC Datasets

To verify the effectiveness and efficiency of our
method, we conduct experiments on the following
REC benchmarks as follows:

• RefCOCO (Yu et al., 2016) consists of 19,994
images with 142,210 referring expressions for
50,000 objects. The RefCOCO dataset is of-
ficially split into train, validation, testA, and
testB sets containing 120,624, 10,834, 5,657,
and 5,095 expressions, respectively.

• RefCOCO+ (Yu et al., 2016) includes 19,922
images with 141,564 referring expressions
for 49,856 objects. Compared to RefCOCO,
the referring expressions in RefCOCO+ fo-
cus more on attributes of the referred objects,
such as color and shape, without including
any positional words.

• RefCOCOg (Mao et al., 2016; Nagaraja et al.,
2016) contains 25,799 images with 95,010 re-
ferring expressions for 49,822 objects. Com-
pared to RefCOCO and RefCOCO+, the refer-
ring expressions in RefCOCOg are typically
longer, averaging almost twice the length of
those in the other two datasets. RefCOCOg
has two commonly used split strategies: the
google split (Mao et al., 2016) (-g) and the
umd split (Nagaraja et al., 2016) (-u). Follow-
ing previous work (Deng et al., 2021; Yang
et al., 2022; Zhu et al., 2022), we conduct ex-
periments on both RefCOCOg-g (val-g) and
RefCOCOg-u (val-u and test-u).

B More Implementation Details

Model Weights. The Vision Encoder is initial-
ized with the backbone (i.e., ResNet-50 (He et al.,
2016)) and encoder weights from DETR (Carion
et al., 2020), which is pre-trained on the MS-COCO
dataset (Lin et al., 2014). Specifically, during the
pre-training of the Vision Encoder, images from the
validation and test sets of RefCOCO/+/g that over-
lap with MS-COCO (Lin et al., 2014) are excluded.

The Language Encoder is initialized with BERT-
base (Devlin et al., 2018), pre-trained on the Book-
Corpus (Zhu et al., 2015) and English Wikipedia
(Devlin et al., 2018). The Vision-Language (V-L)
Encoder is initialized using Xavier initialization.
The proposed M3ISAs are initialized with Kaiming
normal initialization.

Hyper-parameters Settings. M3ISAs are in-
serted into the transformer encoder layers at the
same indices as those in the Vision Encoder and
Language Encoder, and relevant ablation study is
conducted in Table 6. The bottleneck dimensions
of the Visual Embedding Adapter (VEA) and Lan-
guage Embedding Adapter (LEA) are set to 128,
while the interaction dimension Ci of the Inter-
action Embedding Adapter (IEA) is 256. A rel-
evant ablation study on these hyperparameters is
presented in Table 7. The scaling factor s for all
adapters is set to 0.1.

Training Details. For RefCOCO (Yu et al., 2016)
and RefCOCOg (Mao et al., 2016; Nagaraja et al.,
2016) datasets, the entire network is trained for 90
epochs using the AdamW optimizer (Loshchilov
and Hutter, 2019), with a learning rate of 10−4

for the V-L Encoder and 10−5 for the M3ISAs.
The weight decay is 10−4, and the learning rate is
reduced by a factor of 10 after 60 epochs. While for
RefCOCO+ (Yu et al., 2016) dataset, the network is
trained for 180 epochs with the same learning rates
and weight decay, but the learning rate is decreased
by a factor of 10 after 120 epochs. We conduct all
experiments on one A800 GPU.

C Training Objective

Following most transformer-based REC methods
(Deng et al., 2021; Yang et al., 2022; Su et al.,
2023), the training loss function is a combina-
tion of the widely used smooth L1 loss and GIoU
loss. Specifically, the prediction is donated as
b = (x, y, w, h), and the normalized ground-truth
box as b̂ = (x̂, ŷ, ŵ, ĥ). The training objective is:

L = Lsmooth-l1(b, b̂) + λ · Lgiou(b, b̂), (6)

where Lsmooth-l1(·) and Lgiou(·) are the smooth L1
loss and GIoU loss. λ is the weight coefficient of
GIoU loss to balance these two losses.

D Details of Baseline PETL Methods

This section furnishes additional details of
the PETL baselines employed in our primary
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manuscript. Notably, all these baselines follow
the same base architecture, wherein the Vision En-
coder and Language Encoder remain fixed, while
the V-L Encoder and the newly added parameters
are updated during fine-tuning.

• Adapter (Houlsby et al., 2019): We incorpo-
rate standard adapters behind the Multi-head
Attention (MHA) layers and Feed-Forward
Networks (FFN) in both Vision Encoder and
Language Encoder. Consistent with our
M3ISAs, we set the bottleneck dimensions
of these adapters to 128.

• LoRA (Hu et al., 2022): We incorporate train-
able matrices in parallel to the weight matri-
ces in MHA and FFN in both Vision Encoder
and Language Encoder. Consistent with our
M3ISAs for a fair comparison, we employ a
LoRA rank of r = 128 for both vision and
language branch.

• AdaptFormer (Chen et al., 2022): We add
adapters in parallel to MHA and FFN in both
Vision Encoder and Language Encoder. Simi-
lar to Adapter (Houlsby et al., 2019), we set
bottleneck dimensions of AdaptFormer to 128
for both vision and language branch.

• CM Adapter (Jiang et al., 2022): We se-
quentially insert CM Adapters after the MHA
and FFN layers of the encoder layers with the
same indices as in Vision Encoder and Lan-
guage Encoder. Consistent with our M3ISAs,
we set the bottleneck dimensions of CM
Adapter to 128, and the weight-sharing di-
mensions of CM Adapter to 256.

• MRS-Adapter (Yuan et al., 2023): We add
MRS-Adapters in parallel to FFN in both Vi-
sion Encoder and Language Encoder, accord-
ing to their basic designs. Similar to CM
Adapter (Jiang et al., 2022), we set the bot-
tleneck dimensions of MRS-Adapter to 128,
and the weight-sharing dimensions of MRS-
Adapter to 256.

E Additional Ablation Study

In this section, we conduct more ablative experi-
ments to further explore the impact of various fac-
tors in M2IST. All experiments are performed on
three sets of RefCOCO (Yu et al., 2016) dataset.

Effects of Different Insertion Positions of
M3ISA. As illustrated in Table 6, we further in-
vestigate the impact of introducing M3ISAs at dif-
ferent positions within the pre-trained Vision En-
coder and Language Encoder. The Vision Encoder
and Language Encoder consist of 6 and 12 trans-
former encoder layers, respectively, and the IEA
needs to be inserted into the encoder layers at the
same indices. We explore three common insertion
forms, as shown in Table 6 (a-c). It is evident that
inserting M3ISAs in parallel to the deeper encoder
layers of the pre-trained Language Encoder results
in better performance. We suggest that deeper en-
coder layers contain richer semantic features, and
establishing cross-modality interaction on this basis
helps the model learn finer region-text alignment,
thereby achieving better localization performance.

# Vision Language RefCOCO
Encoder Encoder val testA testB

(a) 1 → 6 1 → 6 80.65 81.86 77.39
(b) 1 → 6 [1,3,5,7,9,11] 80.83 81.76 77.54
(c) 1 → 6 7 → 12 81.35 82.29 77.98

Table 6: Effects of Different Insertion Positions of
M3ISA. The Vision Encoder and Language Encoder
consist of 6 and 12 transformer encoder layers, respec-
tively. "1 → 6" denotes the addition of M3ISAs in the
1st through 6th transformer encoder layers.

Effects of Different Hyper-parameter Settings
of M3ISA. We first ablate the bottleneck dimen-
sions Cd of the intra-modality adapters (see Table 7
(a,b,c)), and follow the design shown in Table 4
(a). Cd determine the number of tunable parame-
ters introduced by M3ISA. As shown in Table 7,
higher Cd introduces more parameters, and the per-
formance consistently increases when Cd increases
up to 128. Thus, we select the Cd as 128. We
further ablate the impact of changing the interac-
tion dimensions Ci of inter-modality adapters (i.e.,
IEA), and follow the paradigm of Table 4 (d). As
depicted in Table 7 (e, f, g), deeper cross-modality
interaction results in an increase in tunable param-
eters and performance. Thus, Cd and Ci are set
to 128 and 256, respectively, to achieve the opti-
mal trade-off among accuracy, number of tunable
parameters, and GPU memory consumption. It
is worth noting that all ablative variants exhibit
a remarkable level of memory efficiency, as they
consume less than 16GB of GPU memory. This ob-
servation is consistent with the memory efficiency
advantage highlighted in Section 3.3.
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# Cd/Ci
Params.↓ Mem.↓ RefCOCO

(M) (GB) val testA testB

(a) 32 0.85 15.53 77.46 77.91 73.96
(b) 64 1.64 15.53 79.37 80.13 75.96
(c) 128 3.21 15.64 80.69 81.76 76.43

(e) 64 2.00 15.34 77.31 77.87 73.27
(f) 128 2.40 15.35 79.26 79.58 74.60
(g) 256 3.19 15.44 81.35 82.29 77.98

Table 7: Effects of different hyper-parameter set-
tings of M3ISA. "Cd" denotes the bottleneck dimen-
sions of VEA and LEA, while "Ci" represents the in-
teraction dimensions of IEA. In (a)-(c), we simply use
intra-modality adapters (see Table 4 (a)) to find the most
suitable Cd. Subsequently, in (d)-(f), we keep the Cd

obtained from (a)-(c) fixed and explore different values
for Ci to identify the most appropriate Ci.

F More Visualization Results

In this section, we present more visualization of
the attention maps from V-L Encoder under differ-
ent mixing strategies (i.e., without interaction and
with interaction). As depicted in Figure 5, the in-
teraction between the vision and language encoder,
facilitated by M3ISAs, allows the model to focus
more effectively on the referred objects in diverse
referring expression comprehension (REC) cases,
including object appearance attributes, human ac-
tions, and spatial relations.

G Pseudocode of M2IST

We present the PyTorch-like pseudocode of our
proposed M2IST in Algorithm 1 to help to better
understand the whole process.
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Algorithm 1 PyTorch-like pseudocode of M3ISAs in vision and language encoder layers.

# Frozen the pre-trained encoders except all adapters
for name, p in model.named_parameters():

if "adapter" in name:
p.requires_grad = True

else:
p.requires_grad = False

# Define the VEA and LEA Module, taking VEA for example.
class VEA(nn.Module):

def __init__(self, d_model, bottleneck, dropout, adapter_scalar):
super().__init__()
self.n_embd = d_model
self.down_size = bottleneck

self.down_proj = nn.Linear(self.n_embd, self.down_size)
self.non_linear_func = nn.ReLU()
self.visual_up_proj = nn.Linear(self.down_size, self.n_embd)
self.dropout = dropout
self.scale = adapter_scalar

def forward(self, x):
down = self.down_proj(x)
down = self.non_linear_func(down)
down = nn.functional.dropout(down)
output = up * self.scale

return output

# Define the IEA Module.
class IEA(nn.Module):

def __init__(self, vis_d_model, text_d_model, bottleneck, share_bottleneck, share_up,
adapter_scalar):
super().__init__()
self.vis_d_model = vis_d_model
self.text_d_model = text_d_model
self.up_size = bottleneck
self.share_size = share_bottleneck
self.share_up = share_up
self.scale = adapter_scalar

self.text_down_proj = nn.Linear(self.text_d_model, self.share_size)
self.vis_down_proj = nn.Linear(self.vis_d_model, self.share_size)

self.up_proj_share = nn.Linear(self.share_size, self.share_up)
self.text_up_proj = nn.Linear(self.share_size, self.text_d_model)
self.vis_up_proj = nn.Linear(self.share_size, self.vis_d_model)

def forward(self, text_x, vis_x):
vis_down = self.vis_down_proj(vis_x)
text_down = self.text_down_proj(text_x)

text_up = self.up_proj_share(text_x)
vis_up = self.up_proj_share(vis_x)

return up

IEA_out = []
LEA_out = []
VEA_out = []

# Multi-Modal Interactive Side-Tuning
for i in range(layers):

IEA_out = LEA(text_mha_output,vis_mha_output)
LEA_out = LEA(text_ffn_out)
VEA_out = VEA(vis_ffn_out)

IEA_out.append(IEA_out)
LEA_out.append(LEA_out)
VEA_out.append(VEA_out)

final_text_feature = text_feature + sum(IEA_out) + sum(LEA_out)
final_vis_feature = vis_feature + sum(IEA_out) + sum(VEA_out)
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Figure 5: More visualizations of attention maps from V-L Encoder with different mixing strategies of M3ISA. Cases
include object appearance attributes (blue words), human actions (green words), and spatial relations (red words).
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