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Abstract

This paper introduces UnSeenTimeQA, a novel
time-sensitive question-answering (TSQA)
benchmark that diverges from traditional TSQA
benchmarks by avoiding factual and web-
searchable queries. We present a series of time-
sensitive event scenarios decoupled from real-
world factual information. It requires large
language models (LLMs) to engage in gen-
uine temporal reasoning, disassociating from
the knowledge acquired during the pre-training
phase. Our evaluation of six open-source LLMs
(ranging from 2B to 70B in size) and three
closed-source LLMs reveal that the questions
from the UnSeenTimeQA present substantial
challenges. This indicates the models’ diffi-
culties in handling complex temporal reason-
ing scenarios. Additionally, we present several
analyses shedding light on the models’ perfor-
mance in answering time-sensitive questions.

1 Introduction

Time-sensitive question-answering (TSQA) in-
volves responding to queries that require an un-
derstanding of time (Chen et al., 2021; Zhang and
Choi, 2021). This type of question-answering is
unique because it demands temporal reasoning over
multiple events’ timestamps, their durations, and
how they are temporally related. For example, an-
swering "What was the weather like the day before
the election?" requires knowledge of the election
date, determining the preceding day, and retrieving
the historical weather data for the day.

TSQA benchmarks such as TimeQA (Chen
et al., 2021), TempReason (Tan et al., 2023), and
MenatQA (Wei et al., 2023), primarily focus on
answering questions targeting time-evolving facts.
The questions are sourced from Wikidata (Vran-
dečić and Krötzsch, 2014), with a substantial por-
tion relating to individuals’ (e.g., athletes, politi-
cians) employment history. This is not ideal for

Our benchmark is publicly available at https://
github.com/nurakib/UnSeenTimeQA
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Q: Which team did Corey
Graham play for from 2012
to 2013?
A: Baltimore Ravens

Dataset Sample 
Question and Answer

Factual
Info

Web
Sources

Q: Which employer did Lee
Anna Clark work for after
Southern Methodist
University?
A: University of Iowa

Q: Who did John Alroy
work for from 1989 to 1990?
A: Smithsonian Institution

Q: Loading package p1 in
truck t1 at location l1_1
starts at 03:06 AM. Where is
the package p1 at 07:18 AM?
A: l1_0

Figure 1: Examples from three time-sensitive question-
answering benchmarks (top). These questions are based
on factual real-world information from Wikipedia. Ad-
ditionally, the relevant information for these questions
is accessible on the web. In contrast, we developed the
UnSeenTimeQA benchmark (bottom), where the ques-
tions are not based on real-world factual information,
and no relevant information can be found on the web.

evaluating the time-sensitive question-answering
abilities of large language models (LLMs) because
these models are pre-trained on vast text data,
including Wikipedia articles. Figure 1 shows
three time-sensitive questions from existing bench-
marks. All questions are grounded in real-world
facts which are readily available on the web. This
raises the possibility that the models may rely on
memorized facts acquired during the pre-training
stage (Geva et al., 2023; Mallen et al., 2023; Dhin-
gra et al., 2022) rather than demonstrating temporal
reasoning when answering time-sensitive questions
from existing benchmarks.

In this work, we thoroughly investigate the
LLMs’ memorization issue in answering time-
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sensitive questions. Our empirical analysis (Sec-
tion 3) on three benchmarks reveals LLMs tend to
memorize factual information related to the entities
in the existing TSQA benchmarks. To overcome
this challenge, we propose a new TSQA bench-
mark: UnSeenTimeQA. Unlike existing bench-
marks, our benchmark avoids factual questions
grounded in the real-world, effectively preventing
the models from recalling memorized knowledge.
We consider representing temporal information in
three different ways; 1) start and end times, 2)
start times and durations, 3) only durations of the
events. Our benchmark also includes time-sensitive
questions that require reasoning over both serial
and parallel execution of events. The inclusion of
parallel event occurrences introduces a complex
layer to temporal reasoning, as it requires the si-
multaneous consideration of multiple events and
their interrelated effects. To create the new bench-
mark, we draw inspiration from the logistics (Long
et al., 2000) problems of the International Planning
Competitions (IPC). The resulting data samples are
self-contained and only require temporal reasoning
to determine the correct answers. We discuss the
benchmark development process in Section 4.

We evaluate six open-source and two closed-
source LLMs on the new benchmark using Chain-
of-Thought prompting (Wei et al., 2022). The over-
all results show that the models lag behind in con-
trast to their performance on existing benchmarks.
Additionally, we conduct a thorough analysis of the
temporal reasoning chains generated by the LLMs,
identifying common errors made by the models.
Our major contributions are as follows:

• Introducing a novel TSQA benchmark, Un-
SeenTimeQA, presenting time-sensitive sce-
narios that require LLMs to engage in com-
plex temporal reasoning.

• Providing a detailed empirical analysis of re-
cent LLMs’ performance on existing TSQA
benchmarks, highlighting their tendency to
memorize factual information.

• Evaluating nine different LLMs using UnSeen-
TimeQA benchmark and analyzing the LLMs’
responses in different question types.

While existing TSQA benchmarks have pro-
vided a starting point, their reliance on factual in-
formation undermines effective evaluation. We
believe that UnSeenTimeQA will serve as a cru-
cial benchmark to evaluate the temporal reasoning
capabilities of future LLMs.

2 Previous Work

Temporal reasoning enables NLP systems to inter-
pret temporal sequences and relationships of events
as described in textual data. Early research focused
on extracting temporal information (Pustejovsky
et al., 2003; UzZaman and Allen, 2010), determin-
ing relations (Ning et al., 2017, 2020), and order-
ing a list of events (Cassidy et al., 2014; Zhang
et al., 2020; Zhou et al., 2022). Time-sensitive
question-answering (TSQA) connects numerical
reasoning and long-term dependency within tempo-
ral contexts. Initially, TSQA benchmarks (Jia et al.,
2018; Saxena et al., 2021) are developed using
temporal knowledge bases. However, their scope
remains limited to the entities within the knowl-
edge bases. There has been a growing emphasis
on LLMs’ ability to reason about time due to their
proficiency across other reasoning tasks (Huang
and Chang, 2023; Cobbe et al., 2021). To evaluate
this capability, researchers have introduced spe-
cific benchmarks. SituatedQA (Zhang and Choi,
2021) explores how the timing questions influence
the LLMs’ responses. Furthermore, Dhingra et al.
(2022) introduced a cloze task-based dataset to
probe the LLMs’ temporal understanding.

TimeQA (Chen et al., 2021) is the pioneering
dataset to tackle time-sensitive questions derived
from natural language. It requires significant anno-
tation effort to align the Wikipedia knowledge base
with relevant articles. The questions in TimeQA
primarily require reasoning over event-time rela-
tionships. To enhance the complexity of temporal
reasoning, Tan et al. (2023) introduced TempRea-
son, a benchmark that addresses both event-time
and event-event relations. Building on TimeQA,
MenatQA (Wei et al., 2023) adds an additional
layer by integrating counterfactual temporal fac-
tors into the TSQA benchmarks. Also, TempT-
abQA (Gupta et al., 2023) is devloped to bench-
mark time-sensitive questions from semi-structured
data. Regardless of their temporal coverage, all
TSQA benchmarks solely rely on real-world facts,
making them highly susceptible to data contamina-
tion due to the pre-training frameworks of LLMs.

We are advancing temporal reasoning in LLMs
by creating a synthetic benchmark that builds on
proven methods used in evaluating logical (Saparov
et al., 2024) and mathematical reasoning (Srivas-
tava et al., 2024). This new benchmark provides
a controlled and data contamination-free environ-
ment to benchmark temporal reasoning.



Dataset Correct answers Correct answers with Information

without context gold context altered context altered context + question on the Web
TimeQA
Easy (150) 44% 74% 52% 46% 93%
Hard (150) 39% 71% 56% 37% 90%

TempReason
Event-Time (150) 17% 27% 15% 12% 99%
Event-Event (150) 18% 26% 17% 15% 88%

MenatQA
Scope (150) 39% 80% 53% 41% 97%
Order (150) 35% 75% 57% 43% 92%
Counterfactual (150) 33% 54% N/A N/A N/A

Table 1: Results with three TSQA datasets—TimeQA, TempReason, and MenatQA—under four conditions: no
context, gold context, altered context, and altered context and questions. The answer accuracy of the GPT-4 model
is similar to (a) answering time-sensitive questions without the gold context, (b) altering the gold contexts and the
questions. This indicates a challenge for the model when questions are not grounded in real-world facts.

3 Do Existing TSQA Benchmarks
Address Temporal Reasoning?

The temporal reasoning ability of LLMs remains
a subject of skepticism, due to the limitations of
existing time-sensitive question answering (TSAQ)
benchmarks. The questions in these benchmarks
often contain answers that may have been avail-
able to the LLMs during their pre-training phase.
For instance, questions such as "What team did Leo
Messi play for in 2015?" or "Who was the US Presi-
dent in 2008?" can be answered by recalling LLMs’
memorized knowledge rather than demonstrating
temporal reasoning.

To further investigate, we conducted several ex-
periments with three TSQA benchmarks: TimeQA,
TempReason, and MenatQA. The experiments aim
to determine whether LLMs rely on temporal rea-
soning or their responses are significantly influ-
enced by the memorization of factual information.
We randomly sampled 300 questions (150 Easy,
150 Hard) from the TimeQA, 300 questions (150
Event-Time, 150 Event-Event) from TempReason,
and 450 questions (150 Scope, 150 Order, 150
Counterfactual) from MenatQA. The experiments
are divided into two major categories: LLM Infer-
ence and Information Retrieval from Web. LLM
inference involves asking time-sensitive questions
to an LLM. Information retrieval from the web in-
volves humans answering the same time-sensitive
question using the Google web search engine.

3.1 LLM Inference

In all three TSQA benchmarks, each question
paired with a corresponding source document to
formulate an answer. We ask time-sensitive ques-

tions along with different variations of the source
documents. For all experiments involving LLM
inference, we use a GPT-4 model.
Without context: Asking the time-sensitive ques-
tions without providing any source documents.
With gold context: Asking the time-sensitive ques-
tions along with the original source documents.
With altered context: Asking the time-sensitive
questions with partially altered source documents.
In this process, we modify the original source doc-
ument by changing the gold answer. For example,
consider a document that details an athlete’s em-
ployment history with various teams over different
time periods. If the gold answer is the name of one
of the teams, we replace this with a random entity.
With altered context and question: Asking the
time-sensitive questions where both the questions
and the source documents have been altered. The
named entity in the question is replaced through-
out the source document with a new entity, and
the gold answer is also modified based on previous
alteration. This modification requires the model to
engage in reasoning with entirely new entities and
forcing it to rely solely on the modified source doc-
ument to formulate answers. We replace entities
by exact matches in the source documents, which
may lead to inconsistencies in some samples. How-
ever, our manual analysis shows these instances are
negligible (7 inconsistencies out of 100 samples).

Our experimental results in Table 1 shows 18%
to 44% of time-sensitive questions from the exist-
ing benchmark can be answered by a GPT-4 model
without using any source document. Adding the
source document in the prompt allows the model
to answer more accurately. However, experiments



show that by altering the context and questions, the
model’s performance remains nearly similar to that
when answering time-sensitive questions without
providing any source document. This observation
leads us to conclude that the model has memorized
a certain portion of time-sensitive information and
utilizes this memorized knowledge to answer such
questions.

3.2 Information Retrieval from Web

In this experiment, we employ the same data splits
used for LLM inference. We engage two human
annotators to identify web-based articles that pre-
cisely match the answers to the time-sensitive ques-
tions. Annotators are limited to reviewing a maxi-
mum of five articles per question.

The goal of this experiment is to evaluate how
accessible the information is through conventional
web searches. This helps to assess whether the data
used to construct these benchmarks might have
been included in the training corpus of LLMs. If
annotators are able to locate this information easily
in commonly available web articles, it indicates a
high likelihood that the LLMs were exposed to this
data during their pre-training phase.

The results from this experiment show annota-
tors are able to find answers to 88%-98.8% of the
time-sensitive questions using Google search. The
high retrieval rate of correct answers highlights the
widespread availability of benchmark data in pub-
licly accessible web articles. This reveals a major
limitation in existing benchmarks for time-sensitive
question answering. It also underlines the necessity
for new benchmarks that requires genuine temporal
reasoning in time-sensitive contexts.

4 UnSeenTimeQA Benchmark

4.1 Data Source

We choose the logistics (Long et al., 2000) domain
from the International Planning Competition (IPC)
to develop the UnSeenTimeQA benchmark. The do-
main includes several cities, and each city has many
locations. In total, there are six different events that
can occur in the pre-defined environment. These
events are: load truck, unload truck, drive truck,
load airplane, unload airplane, and fly airplane.

The planning task involves moving packages
from their initial locations to designated destina-
tions. The plan solver must create a valid sequence
of events that moves each package from its initial
location to its destination. We take these valid se-

quences of events and add a random duration to
each event to make time-sensitive scenarios. The
valid plans are generated using the data generation
pipeline from ActionReasoningBench (Handa et al.,
2024). The events from the valid plans are trans-
lated to natural language descriptions. For instance,
consider the scenario where loading a product into
a truck takes place at a specific location for 30
minutes. Afterward, the truck travels to another
location, taking 50 minutes. Adding time to each
event helps to incorporate the time-sensitive na-
ture of the product’s location, which changes over
time. Initially, the package is at the loading loca-
tion, and as the truck moves, the product’s location
also changes with the temporal progression. Multi-
ple templates are used to convert the events from
a plan into natural language descriptions, which
helps to avoid uniformity and ensure linguistic va-
riety. We use 10 logistics planning scenarios where
number of events ranging from 25 to 33.

4.2 Event Temporal Information
The temporal information details when events oc-
cur. Three formats are used for adding this infor-
mation: Easy, Medium, and Hard.
Easy: Events are marked by the specific start
and end timestamps (e.g., 08:15 AM to 09:30
PM). Such detailed temporal annotations facilitate
straightforward interpretations of the event order.
Medium: Events are marked by a start time and
duration (e.g., 08:15 AM, 1 hour 15 minutes). This
format clearly indicates when events begin, but
requires models to calculate end times, adding a
layer of complexity.
Hard: Events are marked by the duration only (e.g.,
1 hour 15 minutes). The absence of any specific
indicator to events’ start or end times introduces an
extra layer of complexity to interpreting the events’
timing. Furthermore, not mentioning specific times
allows events to occur in both a sequential and
parallel manner.

4.3 Question Types
All the questions in the UnSeenTimeQA are focused
on asking package locations based on time. We
categorised the question into three categories based
on the temporal modifier in the questions.
Static-Time Questions: This type of question in-
volve asking about the location of a package at a
specific time. For example, given a list of events
occurring at different times, a static-time query is:

“Where is package p0 at 10:00 PM?”



Figure 2: Different types of events (six) from the UnSeenTimeQA benchmark. The benchmark is structured into
four difficulty levels: easy, medium, hard (serial), and hard (parallel).In the easy level, the start (S) and end (E)
times of each event are given. The medium level includes the start time (S) and duration (D) of each event. The hard
(serial) level presents only the duration (D) of events, assuming sequential occurrence. The hard (parallel) level also
includes only durations (D), but events can occur simultaneously. Pictures (top), drawn by DALL-E 3.

Relative-Time Query: This type of questions in-
volve asking about the location of a package mod-
ified by a certain temporal offset from a specified
time. For example, given a list of events occurring
at different times, a relative-time query is: “Where
is package p0 2 hours after 8:00 PM?”
Hypothetical-Time Query: This type of question
involves creating hypothetical scenarios by altering
the time of an event in the given sequence, deviat-
ing from the provided event details. This approach
forces the model to reason over a trajectory that
differs from the narrated sequence of events. For
example, after presenting a list of events occurring
at specific times, a hypothetical-time question is:

“If driving truck t1 from location l1_1 to location
l1_0 is delayed by 66 minutes, Where is the prod-
uct p0 at 10:18 PM?” Answering such questions
requires the model to speculate on possible out-
comes and the implications of timing changes on
the overall event trajectory

4.4 Questions and Answers Generation

We have developed an event state tracking system
that hinges on the events and their respective du-
rations. This system allows us to formulate time-

sensitive questions based on the states a package
passes through. For example, if a product is picked
up in state 1 and reaches a new location in state
3, we account for the duration between the start
and end states. We select a random timestamp in
between the start and end timestamp of the con-
cluding event. This selection process ensures we
can pinpoint the exact location of the package at
any given timestamp, as the event state tracking
system retains this information.

For generating answers, there are two scenarios
to consider: if a package is in transit, the location
of the package is designated as the vehicle trans-
porting it. Alternatively, if the package is being
loaded or unloaded, both the physical location and
the vehicle involved in the event are deemed correct
responses. This approach is based on an explicit as-
sumption stated in the domain description of each
data sample, which aids in making the question-
answering process clear and unambiguous.

We conducted several stages of quality checks.
We ensured the accuracy of the answers and veri-
fied the sequence of temporal events aligned with
the questions. This process was repeated until all
identified issues were resolved.



4.5 Data Structures

Each sample in the UnSeenTimeQA benchmark
follows a consistent data structure. Initially, we pro-
vide a domain description, which offers a natural
explanation of the logistics problem. This descrip-
tion serves as a guide to inform the model about
the context of the environment. Following this, we
detail the objects available in the environment and
their initial states. Then we have a sequence of
events occurring at different timestamps followed
by a time-sensitive question. Examples of each
question type are listed in Appendix A.

5 Experiments

5.1 Experimental Prompt

We conduct all our experiments using zero-shot
Chain-of-Thought prompting. Each prompt fea-
tures a domain description, object details, initial
states, an event sequence, a question, and specific
formatting instructions. These instructions define
the response structure, including reasoning steps
and the final answer. Refer to Appendix B for the
sample prompt.

5.2 Choice of LLMs

We selected 9 LLMs for empirical analysis, includ-
ing both open-source and closed-source variants.
Among the open-source models, we chose Llama-
3-8B-Instruct, Llama-3-70B-Instruct (AI@Meta,
2024) , Gemma-2B-it, Gemma-7B-it (Team et al.,
2024), Mistral-7B-Instruct-v0.3 (Jiang et al., 2023),
Phi-3-small-8k-instruct (Abdin et al., 2024). Ad-
ditionally, we included the closed-source GPT-
4 (Achiam et al., 2023), GPT-4o and Gemini-1.0-
Pro (Reid et al., 2024) models.

To conduct inferences on the open-source mod-
els, we initialize the pre-trained weights through
the HuggingFace1 Transformers library. Con-
versely, for the GPT-4 and Gemini-1.0-Pro models,
we leverage the API endpoints to perform inference.
By selecting both open-source and proprietary mod-
els, characterized by diverse scales, we show a com-
prehensive evaluation of temporal reasoning across
different models. Exact model endpoints are listed
in Appendix C.

5.3 Data Statistics

Our study categorizes temporal information into
three difficulty levels: Easy, Medium, and Hard,

1HuggingFace

with the Hard category further divided into Serial
and Parallel execution types. We devised four ex-
perimental variations: Easy (Serial), Medium (Se-
rial), Hard (Serial), and Hard (Parallel). For each
variation, we randomly selected 250 questions from
a large pool of synthetically created queries. This
random sampling was repeated four times to en-
sure robustness. We report the results across all
iterations, providing both the average accuracy and
standard deviation for each set. In total, our experi-
ments encompassed 12,000 data samples, allowing
for a comprehensive analysis of model performance
across different types of temporal questioning.

5.4 Evaluation
To evaluate the models, we split the responses gen-
erated by the models into two sections: 1) Reason-
ing steps, and 2) Final Answer. We note that all
responses contain a final answer, as specified in the
formatting instructions in prompt. We verify the
model’s final answer for correctness. If the correct
answer is found in the response, it’s considered cor-
rect; otherwise, incorrect. Accuracy is calculated
based on the number of correct answers generated
by the model.

6 Result Analysis

Performance Drops as Difficulty Increases: As
shown in Tables 2 and 3, the performance of
all LLMs diminishes progressively from Easy
to Medium to Hard difficulty levels. The aver-
age decline in accuracy from Easy to Medium is
0.99%, with Llama-3-8B exhibiting the most signif-
icant drop. Notably, Gemma-2B, Gemma-7B, and
Mistral-7B display slight performance improve-
ments when transitioning from Easy to Medium
difficulty. However, a more pronounced decline is
observed across all LLMs moving from Medium
to Hard difficulty, with an average accuracy reduc-
tion of 17.43%. The most substantial drops are
seen in Llama-3-70B and GPT-4, each experienc-
ing a decrease of approximately 45.5%, followed
by Llama-3-8B and Gemini-1.0-Pro, which show
drops of around 16%.

Performance Variation across Question Types:
The performance analysis across different question
types reveals that, overall, Relative-Time performs
worse compared to Static-Time and Hypothetical-
Time across all difficulty categories. When compar-
ing Static-Time and Hypothetical-Time, their per-
formances are nearly balanced, with Static-Time

https://huggingface.co/


Model Easy Medium

Static-Time Relative-Time Hypothetical-Time Static-Time Relative-Time Hypothetical-Time

Gemma-2B 14.6±1.6 15.0±2.0 16.1±2.3 17.3±2.2 13.5±2.0 18.8±2.4
Gemma-7B 30.4±0.9 23.3±1.7 30.5±1.7 32.9±1.3 27.0±2.0 31.9±4.3
Mistral-7B 33.6±3.6 24.3±0.9 40.0±1.6 36.6±3.0 25.7±2.9 41.6±1.0
Phi3-7B 41.3±4.5 37.2±0.6 40.3±3.3 36.5±2.2 33.8±2.1 39.2±1.3
Llama-3-8B 63.2±4.7 39.5±2.4 50.3±3.4 62.3±3.0 33.9±1.7 39.2±1.3
Llama-3-70B 95.9±1.3 78.2±3.1 86.2±2.0 95.8±1.3 76.4±0.7 85.2±2.1

Gemini-1.0-Pro 62.5±2.7 34.1±3.1 51.4±1.9 59.2±3.0 30.9±2.4 50.3±2.0
GPT-4 97.0±0.5 90.3±1.3 90.4±1.7 96.2±1.2 86.9±1.6 87.6±1.1
GPT-4o 93.2±1.3 92.8±1.7 91.5±1.8 93.8±0.8 95.9±1.7 90.4±1.0

Table 2: Results on the easy and medium splits from the UnSeenTimeQA dataset. We report the average accuracy
and standard deviation across four experimental runs, each using a random sample of 250 questions per question
type. Both Llama-3-70B and GPT4 models show comparable results on these splits, demonstrating effective
handling of time-sensitive questions. Other models with 7B parameters exhibit difficulties in accurately answering
even simple time-sensitive questions.

Model Hard (Serial) Hard (Parallel)

Static-Time Relative-Time Hypothetical-Time Static-Time Relative-Time Hypothetical-Time

Gemma-2B 17.1±2.2 11.7±1.2 18.4±2.8 17.7±2.9 13.2±1.3 19.4±2.5
Gemma-7B 30.5±1.5 24.4±0.6 33.4±1.3 29.2±1.7 26.3±2.8 33.8±2.5
Mistral-7B 42.4±4.5 16.2±1.5 28.2±3.7 37.6±0.6 15.6±2.3 31.9±2.1
Phi3-7B 31.6±0.9 23.0±0.8 29.7±2.7 35.3±1.4 25.6±0.9 38.9±2.2
Llama-3-8B 36.6±5.5 21.9±3.7 27.9±3.4 45.4±2.0 26.9±4.1 39.9±1.3
Llama-3-70B 42.1±3.1 37.7±0.8 42.6±1.1 66.2±1.2 57.8±0.3 67.4±0.3

Gemini-1.0-Pro 30.7±2.7 24.7±2.1 37.6±3.2 42.1±1.7 23.5±3.7 41.5±1.1
GPT-4 43.4±3.3 45.5±1.8 43.7±2.9 69.3±1.7 62.0±2.8 68.0±3.4
GPT-4o 59.4±2.6 47.2±2.8 63.5±2.6 58.9±0.7 54.6±3.1 56.5±1.7

Table 3: Results on the hard splits from the UnSeenTimeQA dataset. We consider both serial and parallel event
execution for hard data split. We report the average accuracy and standard deviation across four experimental
runs, each using a random sample of 250 questions per question type. Both Llama-3-70B and GPT4 models show
comparable results on the hard split. Overall the models show better performance on parallel scenarios than serial
event execution scenarios.

outperforming in 15 instances and Hypothetical-
Time in 13. Notably, Gemma-2B (for Easy ques-
tions) and GPT-4 (for Hard questions) exhibit de-
viations from this trend, but these variations fall
within the margin of error.

Top-Performing Models: Llama-3-70B, GPT-4,
and GPT-4o: Among the evaluated models, GPT-
4o exhibits the highest overall performance with
an average accuracy of 74.8%, followed by GPT-4
at 73.35%, and Llama-3-70B at 69.32%. Notably,
GPT-4 surpasses GPT-4o in handling tasks of Hard
(Parallel) difficulty, whereas GPT-4o demonstrates
superior performance in Hard (Serial) tasks.

Comparison of Hard (Serial) and Hard (Par-
allel) Tasks: Parallel tasks, which require the si-
multaneous execution of multiple actions, generally
present increased complexity for human problem
solvers. However, our results indicates that LLMs
find parallel tasks easier than serial tasks. We hy-
pothesize that this is due to the LLMs’ proficiency
in identifying parallel actions coupled with their rel-

ative weakness in numerical reasoning. Since cal-
culating time durations for parallel tasks involves
less numerical complexity, this could account for
the improved performance on Hard (Parallel) tasks.
This trend is observed across most LLMs, with
the notable exception of GPT-4o, which shows a
slight decline in performance on hard parallel tasks
compared to hard serial tasks.

Performance Decreases with Increasing Depths:
We computed the accuracy at each depth level
present in the dataset, where depth refers to the
number of actions taken from the initial action
listed in the question to the final action inquired
about. Figure 3 illustrates the variation in accuracy
with increasing depth. Our analysis focuses on the
best-performing LLM, GPT-4o, specifically within
the Hard (Serial) and Hard (Parallel) subsections
of our dataset. We exclude other difficulty levels
as their high accuracy obscures significant patterns.
Despite some fluctuations, the overall trend indi-
cates a decrease in accuracy as depth increases.
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Figure 3: The left plot shows the accuracy trends of GPT-4o on Hard (Serial) tasks, while the right plot shows for
Hard (Parallel) tasks, with the depth ranging from 3 to 27. In both cases, accuracy decreases with increasing depth.
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Figure 4: The left plot shows the accuracy trends of GPT-4o on Hard (Serial) tasks, while the right plot shows for
Hard (Parallel) tasks, with the duration ranging from 0 to 1400 minutes. The accuracy for serial data decreases with
increasing duration, while accuracy on parallel data first decreases, then increases.

Impact of Duration on Performance We ana-
lyzed accuracy as a function of the time interval
between the initial action specified in the question
and the final action inquired about, with durations
measured in minutes, ranging from 0 to 1400 min-
utes. Figure 4 illustrates the performance of GPT-
4o across two difficulty levels: Hard (Serial) and
Hard (Parallel). For the Serial data, a clear trend
of decreasing accuracy with increasing duration is
observed, with an improvement observed near the
end for Relative-Time question type. Interestingly,
for the Parallel data, accuracy initially decreases
but then shows a sharp increase at approximately
600 minutes (the 10-hour mark).

7 Conclusion

In this work, we introduced UnSeenTimeQA, a
novel benchmark designed to assess the temporal
reasoning capabilities of LLMs. Unlike existing
time-sensitive question-answering (TSQA) bench-
marks, UnSeenTimeQA eliminates the reliance on
real-world factual data. Our findings highlight a
critical shortcoming in current LLMs: their depen-
dence on pre-trained data for answering TSQA.
By focusing on synthetic, controlled data envi-
ronments, we ensure that answers cannot be pre-
learned or leaked to the LLM. This approach allows
us to more accurately measure LLMs ability to rea-
son about time-sensitive information in a manner
that reflects real-world reasoning demands.



Limitations

This work presented in this paper has several limi-
tations:

• We have introduced a novel TSQA benchmark
focusing on durations within a 24-hour range.
While this focus offers a controlled environ-
ment for assessment, it does recognize the lim-
itation of not encompassing longer temporal
intervals that extend beyond a single day. We
anticipate that it will inspire other researchers
to expand on more time-sensitive scenarios.
Thus, we acknowledge this limitation with a
positive outlook, considering it an opportunity
for future advancements in the field.

• The UnSeenTimeQA benchmark employs a
template-based approach for event descrip-
tion generation which often risks predictabil-
ity and limited variability. We addressed these
concerns by using a mixture of templates.
This strategy ensures that the generated text
remains diverse and avoids a repetitive or
monotonous appearance.

• Our benchmark currently includes time-
sensitive questions for which we expect an-
swers. To enhance the depth and challenge of
our work, incorporating unanswerable time-
sensitive questions could significantly im-
prove the benchmark. We also reserve this
for future work.

• Our experiments were conducted in a zero-
shot manner to emphasize the model’s perfor-
mance in its simplest form. It could be argued
that incorporating a few-shot variation might
lead to better—or less likely, worse—results.
However, our goal was not necessarily to en-
hance performance but to focus on what the
model can achieve without any supervision.
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Appendix

A Examples Questions

A.1 Easy - Static Time

Example Sample

[Domain Description]
Loading a package in a truck is possible if the package and the truck are in the same location.
During the loading truck event, the package location can be either at the loading location or inside
the truck. Loading a package in an airplane is possible if the package and the airplane are in the
same location. During the loading airplane event, the package location can be either at the loading
location or inside the airplane. Unloading a package from a truck is possible if the package and
the truck are in the same location. During the unloading truck event, the package location can
be either at the unloading location or inside the truck. Unloading a package from an airplane is
possible if the package and the airplane are in the same location. During the unloading airplane
event, the package location can be either at the unloading location or inside the airplane. Driving
a truck is possible only if the source and destination locations are in the same city. During the
driving event, the package location is in the truck. Flying an airplane is possible only if the source
and destination locations are in different cities. During the flying event, the package location is in
the airplane. Loading and unloading events for any trucks or airplanes, are performed one package
at a time.

[Objects Description]
There are 2 cities, c0 and c1. There are 4 locations, l0_1, l1_1, l1_0, and l0_0. Locations l0_1 and
l0_0 are in city c0. Locations l1_1 and l1_0 are in city c1. There are 2 airports. The location of the
airports are l1_0 and l0_0. There are 1 airplanes, a0. There are 2 trucks, t1 and t0. There are 4
packages, p0, p3, p1, and p2.

[Initial States Description]
Package p1 is at the location l1_1. Package p2 is at the location l1_1. Package p3 is at the location
l0_0. Airplane a0 is at the location l0_0. Truck t1 is at the location l1_1. Package p0 is at the
location l0_1. Truck t0 is at the location l0_1.

[Events]
Given the initial states, the following events occur:
From 09:15 PM to 09:46 PM package p2 loaded into truck t1 at location l1_1. At location l1_1,
package p1 is loaded into truck t1 starting at 09:49 PM and finishing at 10:29 PM. From location
l1_1, truck t1 moves to location l1_0 starting at 10:34 PM and finishing at 11:13 PM. Package p2
is unloaded from truck t1 from 11:17 PM to 12:10 AM at location l1_0. At location l1_0, package
p1 is unloaded from truck t1 starting at 12:12 AM and finishing at 01:30 AM. Driving truck t0
from location l0_1 to location l0_0 starts at 01:32 AM and ends at 02:19 AM. Loading package
p3 into airplane a0 at location l0_0 starts at 02:24 AM and ends at 02:59 AM. From 03:04 AM
to 03:10 AM airplane a0 transits from location l0_0 to location l1_0. Package p3 is unloaded
from airplane a0 from 03:17 AM to 05:15 AM at location l1_0. From 05:22 AM to 07:08 AM
package p3 loaded into truck t1 at location l1_0. From location l1_0, truck t1 moves to location
l1_1 starting at 07:15 AM and finishing at 07:31 AM. Package p3 is unloaded from truck t1 from
07:33 AM to 09:35 AM at location l1_1. Package p2 is loaded into airplane a0 from 09:39 AM
to 10:05 AM at location l1_0. From 10:12 AM to 12:04 PM package p1 loaded into airplane
a0 at location l1_0. From location l1_0, airplane a0 transits to location l0_0 starting at 12:09
PM and finishing at 02:28 PM. Unloading package p2 from airplane a0 at location l0_0 starts at



02:31 PM and ends at 04:49 PM. Package p1 is unloaded from airplane a0 from 04:55 PM to
05:34 PM at location l0_0. Package p1 is loaded into truck t0 from 05:41 PM to 06:12 PM at
location l0_0. From location l0_0, truck t0 moves to location l0_1 starting at 06:18 PM and finish-
ing at 07:08 PM. From 07:12 PM to 07:15 PM package p1 is unloaded from truck t0 at location l0_1.

[Question]
Where is the product p1 at 01:11 AM?

Answers: ["l1_0", "t1"]

A.2 Easy - Relative Time

Example Sample

[Domain Description]
Loading a package in a truck is possible if the package and the truck are in the same location.
During the loading truck event, the package location can be either at the loading location or inside
the truck. Loading a package in an airplane is possible if the package and the airplane are in the
same location. During the loading airplane event, the package location can be either at the loading
location or inside the airplane. Unloading a package from a truck is possible if the package and
the truck are in the same location. During the unloading truck event, the package location can
be either at the unloading location or inside the truck. Unloading a package from an airplane is
possible if the package and the airplane are in the same location. During the unloading airplane
event, the package location can be either at the unloading location or inside the airplane. Driving
a truck is possible only if the source and destination locations are in the same city. During the
driving event, the package location is in the truck. Flying an airplane is possible only if the source
and destination locations are in different cities. During the flying event, the package location is in
the airplane. Loading and unloading events for any trucks or airplanes, are performed one package
at a time.

[Objects Description]
There are 2 cities, c0 and c1. There are 4 locations, l0_1, l1_1, l1_0, and l0_0. Locations l0_1 and
l0_0 are in city c0. Locations l1_1 and l1_0 are in city c1. There are 2 airports. The location of the
airports are l1_0 and l0_0. There are 1 airplanes, a0. There are 2 trucks, t1 and t0. There are 4
packages, p0, p3, p1, and p2.

[Initial States Description]
Package p3 is at the location l1_2. Package p0 is at the location l0_3. Airplane a1 is at the location
l0_0. Package p1 is at the location l0_1. Truck t0 is at the location l0_2. Package p2 is at the
location l1_2. Airplane a0 is at the location l1_0. Truck t1 is at the location l1_3.

[Events]
Given the initial states, the following events occur:
Truck t1 operates from location l1_3 to location l1_2 from 07:37 PM to 08:37 PM. Loading
package p3 into truck t1 at location l1_2 starts at 08:40 PM and ends at 10:31 PM. Loading
package p2 into truck t1 at location l1_2 starts at 10:37 PM and ends at 11:48 PM. Truck t1
operates from location l1_2 to location l1_0 from 11:50 PM to 01:08 AM. At location l1_0,
package p3 is unloaded from truck t1 starting at 01:11 AM and finishing at 02:23 AM. From 02:30
AM to 02:53 AM package p2 is unloaded from truck t1 at location l1_0. Driving truck t0 from
location l0_2 to location l0_0 starts at 02:58 AM and ends at 04:32 AM. From 04:35 AM to 05:08
AM package p3 loaded into airplane a0 at location l1_0. Package p2 is loaded into airplane a0



from 05:12 AM to 06:50 AM at location l1_0. From location l1_0, airplane a0 transits to location
l0_0 starting at 06:56 AM and finishing at 07:25 AM. From 07:29 AM to 07:48 AM package p3 is
unloaded from airplane a0 at location l0_0. From 07:55 AM to 08:18 AM package p3 loaded into
truck t0 at location l0_0. At location l0_0, package p2 is unloaded from airplane a0 starting at
08:21 AM and finishing at 08:26 AM. From 08:30 AM to 10:10 AM package p2 loaded into truck
t0 at location l0_0. Driving truck t0 from location l0_0 to location l0_1 starts at 10:16 AM and
ends at 11:24 AM. From 11:29 AM to 12:46 PM package p1 loaded into truck t0 at location l0_1.
From location l0_1, truck t0 moves to location l0_2 starting at 12:50 PM and finishing at 02:23
PM. Package p3 is unloaded from truck t0 from 02:30 PM to 03:38 PM at location l0_2. Package
p1 is unloaded from truck t0 from 03:43 PM to 03:48 PM at location l0_2. From 03:52 PM to
05:03 PM truck t0 transports from location l0_2 to location l0_3. From 05:08 PM to 05:43 PM
package p2 unloaded from truck t0 at location l0_3.

[Question]
Where is the product p2 5 hours before 07:39 AM?

Answers: ["l1_0", "t1"]

A.3 Easy - Hypothetical Time

Example Sample

[Domain Description]
Loading a package in a truck is possible if the package and the truck are in the same location.
During the loading truck event, the package location can be either at the loading location or inside
the truck. Loading a package in an airplane is possible if the package and the airplane are in the
same location. During the loading airplane event, the package location can be either at the loading
location or inside the airplane. Unloading a package from a truck is possible if the package and
the truck are in the same location. During the unloading truck event, the package location can
be either at the unloading location or inside the truck. Unloading a package from an airplane is
possible if the package and the airplane are in the same location. During the unloading airplane
event, the package location can be either at the unloading location or inside the airplane. Driving
a truck is possible only if the source and destination locations are in the same city. During the
driving event, the package location is in the truck. Flying an airplane is possible only if the source
and destination locations are in different cities. During the flying event, the package location is in
the airplane. Loading and unloading events for any trucks or airplanes, are performed one package
at a time.

[Objects Description]
There are 2 cities, c0 and c1. There are 4 locations, l0_1, l1_1, l1_0, and l0_0. Locations l0_1 and
l0_0 are in city c0. Locations l1_1 and l1_0 are in city c1. There are 2 airports. The location of the
airports are l1_0 and l0_0. There are 1 airplanes, a0. There are 2 trucks, t1 and t0. There are 4
packages, p0, p3, p1, and p2.

[Initial States Description]
Airplane a1 is at the location l1_0. Truck t1 is at the location l1_1. Package p1 is at the location
l1_0. Package p3 is at the location l0_0. Airplane a0 is at the location l1_0. Package p2 is at the
location l1_1. Package p0 is at the location l1_1. Truck t0 is at the location l0_1.

[Events]
Given the initial states, the following events occur:



Package p2 is loaded into truck t1 from 07:57 AM to 08:53 AM at location l1_1. From 08:58
AM to 09:01 AM package p0 loaded into truck t1 at location l1_1. Truck t1 operates from
location l1_1 to location l1_0 from 09:05 AM to 09:54 AM. Package p2 is unloaded from
truck t1 from 09:57 AM to 11:15 AM at location l1_0. From 11:20 AM to 12:57 PM package
p0 is unloaded from truck t1 at location l1_0. From location l0_1, truck t0 moves to location
l0_0 starting at 01:01 PM and finishing at 01:36 PM. Loading package p2 into airplane a1 at
location l1_0 starts at 01:42 PM and ends at 01:44 PM. From 01:49 PM to 03:13 PM package
p1 loaded into airplane a1 at location l1_0.", Package p0 is loaded into airplane a1 from 03:17
PM to 05:12 PM at location l1_0.", Flying airplane a1 from location l1_0 to location l0_0
starts at 05:17 PM and ends at 06:50 PM. Loading package p3 into airplane a1 at location l0_0
starts at 06:56 PM and ends at 07:01 PM. Unloading package p2 from airplane a1 at location
l0_0 starts at 07:03 PM and ends at 07:45 PM. Loading package p2 into truck t0 at location
l0_0 starts at 07:47 PM and ends at 09:09 PM. At location l0_0, package p1 is unloaded from
airplane a1 starting at 09:16 PM and finishing at 10:49 PM. Loading package p1 into truck t0
at location l0_0 starts at 10:54 PM and ends at 11:35 PM. Truck t0 operates from location l0_0
to location l0_1 from 11:42 PM to 12:37 AM. From 12:44 AM to 12:47 AM package p2 is
unloaded from truck t0 at location l0_1. At location l0_1, package p1 is unloaded from truck
t0 starting at 12:54 AM and finishing at 01:13 AM. Unloading package p0 from airplane a1 at
location l0_0 starts at 01:16 AM and ends at 01:57 AM. From 02:02 AM to 03:05 AM airplane
a1 transits from location l0_0 to location l1_0. From 03:09 AM to 03:39 AM package p3 is
unloaded from airplane a1 at location l1_0. From 03:46 AM to 04:00 AM package p3 loaded
into truck t1 at location l1_0. Truck t1 operates from location l1_0 to location l1_1 from 04:07
AM to 05:47 AM. From 05:49 AM to 06:24 AM package p3 unloaded from truck t1 at location l1_1.

[Question]
If driving truck t1 from location l1_1 to location l1_0 is expedited by 48 minutes, Where is the
product p2 at 09:32 AM?

Answers: ["l1_0", "t1"]

A.4 Medium - Static Time

Example Sample

[Domain Description]
Loading a package in a truck is possible if the package and the truck are in the same location.
During the loading truck event, the package location can be either at the loading location or inside
the truck. Loading a package in an airplane is possible if the package and the airplane are in the
same location. During the loading airplane event, the package location can be either at the loading
location or inside the airplane. Unloading a package from a truck is possible if the package and
the truck are in the same location. During the unloading truck event, the package location can
be either at the unloading location or inside the truck. Unloading a package from an airplane is
possible if the package and the airplane are in the same location. During the unloading airplane
event, the package location can be either at the unloading location or inside the airplane. Driving
a truck is possible only if the source and destination locations are in the same city. During the
driving event, the package location is in the truck. Flying an airplane is possible only if the source
and destination locations are in different cities. During the flying event, the package location is in
the airplane. Loading and unloading events for any trucks or airplanes, are performed one package
at a time.

[Objects Description]



There are 2 cities, c0 and c1. There are 4 locations, l0_1, l1_1, l1_0, and l0_0. Locations l0_1 and
l0_0 are in city c0. Locations l1_1 and l1_0 are in city c1. There are 2 airports. The location of the
airports are l1_0 and l0_0. There are 1 airplanes, a0. There are 2 trucks, t1 and t0. There are 4
packages, p0, p3, p1, and p2.

[Initial States Description]
Airplane a1 is at the location l1_0. Truck t2 is at the location l2_0. Truck t1 is at the location l1_1.
Package p0 is at the location l1_0. Package p3 is at the location l1_2. Package p2 is at the location
l1_1. Airplane a0 is at the location l2_0. Package p1 is at the location l1_0. Truck t0 is at the
location l0_0.

[Events]
Given the initial states, the following events occur: At location l1_1, package p2 is loaded into
truck t1 starting at 02:46 PM and continues for 81 minutes. Starting at 04:10 PM, truck t1 operates
from location l1_1 to location l1_0 for 8 minutes. From 04:23 PM package p1 loaded into truck t1
at location l1_0 for 5 minutes.", Starting at 04:35 PM, truck t1 operates from location l1_0 to
location l1_2 for 52 minutes. Package p3 is loaded into truck t1 from 05:33 PM at location l1_2
and takes 94 minutes to finish. At location l1_2, package p2 is unloaded from truck t1 starting at
07:14 PM and continues for 31 minutes. Package p1 is unloaded from truck t1 from 07:50 PM
at location l1_2 and takes 134 minutes to finish. Starting at 10:09 PM, truck t1 operates from
location l1_2 to location l1_0 for 2 minutes. Unloading package p3 from truck t1 at location l1_0
starts at 10:14 PM and ends after 53 minutes. At location l1_0, package p3 is loaded into airplane
a1 starting at 11:11 PM and continues for 30 minutes. At location l1_0, package p0 is loaded into
airplane a1 starting at 11:48 PM and continues for 52 minutes. From 12:46 AM airplane a1 transits
from location l1_0 to location l0_0 for 49 minutes.", From 01:40 AM package p0 unloaded from
airplane a1 at location l0_0 for 34 minutes.", From 02:18 AM package p0 loaded into truck t0 at
location l0_0 for 10 minutes.", From location l0_0, truck t0 moves to location l0_2 starting at
02:31 AM and continues for 120 minutes. Package p0 is unloaded from truck t0 from 04:36 AM at
location l0_2 and takes 117 minutes to finish. From location l0_0, airplane a1 transits to location
l2_0 starting at 06:35 AM and continues for 63 minutes. At location l2_0, package p3 is unloaded
from airplane a1 starting at 07:40 AM and continues for 44 minutes. At location l2_0, package p3
is loaded into truck t2 starting at 08:27 AM and continues for 11 minutes. Starting at 08:40 AM,
truck t2 operates from location l2_0 to location l2_1 for 128 minutes. From 10:54 AM package p3
unloaded from truck t2 at location l2_1 for 113 minutes.

[Question]
Where is the product p0 at 02:21 AM?

Answers: ["l0_0", "t0"]

A.5 Medium - Relative Time

Example Sample

[Domain Description]
Loading a package in a truck is possible if the package and the truck are in the same location.
During the loading truck event, the package location can be either at the loading location or inside
the truck. Loading a package in an airplane is possible if the package and the airplane are in the
same location. During the loading airplane event, the package location can be either at the loading
location or inside the airplane. Unloading a package from a truck is possible if the package and
the truck are in the same location. During the unloading truck event, the package location can



be either at the unloading location or inside the truck. Unloading a package from an airplane is
possible if the package and the airplane are in the same location. During the unloading airplane
event, the package location can be either at the unloading location or inside the airplane. Driving
a truck is possible only if the source and destination locations are in the same city. During the
driving event, the package location is in the truck. Flying an airplane is possible only if the source
and destination locations are in different cities. During the flying event, the package location is in
the airplane. Loading and unloading events for any trucks or airplanes, are performed one package
at a time.

[Objects Description]
There are 2 cities, c0 and c1. There are 4 locations, l0_1, l1_1, l1_0, and l0_0. Locations l0_1 and
l0_0 are in city c0. Locations l1_1 and l1_0 are in city c1. There are 2 airports. The location of the
airports are l1_0 and l0_0. There are 1 airplanes, a0. There are 2 trucks, t1 and t0. There are 4
packages, p0, p3, p1, and p2.

[Initial States Description]
Package p1 is at the location l1_1. Airplane a2 is at the location l1_0. Truck t1 is at the location
l1_1. Package p2 is at the location l2_0. Package p0 is at the location l0_1. Truck t3 is at the
location l1_0. Truck t0 is at the location l0_0. Package p3 is at the location l0_0. Airplane a1 is at
the location l1_0. Airplane a0 is at the location l1_0. Truck t2 is at the location l2_0.

[Events]
Given the initial states, the following events occur:
Package p1 is loaded into truck t1 from 04:43 AM at location l1_1 and takes 43 minutes to finish.
From location l1_1, truck t1 moves to location l1_0 starting at 05:28 AM and continues for
76 minutes. At location l1_0, package p1 is unloaded from truck t1 starting at 06:48 AM and
continues for 35 minutes. Starting at 07:27 AM, truck t0 operates from location l0_0 to location
l0_1 for 66 minutes. Package p0 is loaded into truck t0 from 08:37 AM at location l0_1 and takes
75 minutes to finish. Driving truck t0 from location l0_1 to location l0_0 starts at 09:55 AM and
ends after 2 minutes. At location l0_0, package p0 is unloaded from truck t0 starting at 10:04 AM
and continues for 67 minutes. Package p1 is loaded into airplane a2 from 11:16 AM at location
l1_0 and takes 44 minutes to finish. From location l1_0, airplane a2 transits to location l0_0
starting at 12:02 PM and continues for 64 minutes. Package p3 is loaded into airplane a2 from
01:09 PM at location l0_0 and takes 10 minutes to finish. From 01:21 PM package p0 loaded into
airplane a2 at location l0_0 for 68 minutes. From location l0_0, airplane a2 transits to location
l2_0 starting at 02:36 PM and continues for 97 minutes. Unloading package p3 from airplane a2
at location l2_0 starts at 04:15 PM and ends after 88 minutes. At location l2_0, package p2 is
loaded into airplane a2 starting at 05:49 PM and continues for 91 minutes. Package p1 is unloaded
from airplane a2 from 07:22 PM at location l2_0 and takes 35 minutes to finish. Flying airplane
a2 from location l2_0 to location l1_0 starts at 08:03 PM and ends after 93 minutes. Package
p2 is unloaded from airplane a2 from 09:39 PM at location l1_0 and takes 58 minutes to finish.
Package p2 is loaded into truck t3 from 10:41 PM at location l1_0 and takes 62 minutes to finish.
Driving truck t3 from location l1_0 to location l1_1 starts at 11:50 PM and ends after 37 minutes.
Package p2 is unloaded from truck t3 from 12:30 AM at location l1_1 and takes 68 minutes to
finish. Package p0 is unloaded from airplane a2 from 01:40 AM at location l1_0 and takes 53
minutes to finish.

[Question]
Where is the product p3 4 hours after 12:17 PM?



Answers: ["l2_0", "a2"]

A.6 Medium - Hypothetical Time

Example Sample

[Domain Description]
Loading a package in a truck is possible if the package and the truck are in the same location.
During the loading truck event, the package location can be either at the loading location or inside
the truck. Loading a package in an airplane is possible if the package and the airplane are in the
same location. During the loading airplane event, the package location can be either at the loading
location or inside the airplane. Unloading a package from a truck is possible if the package and
the truck are in the same location. During the unloading truck event, the package location can
be either at the unloading location or inside the truck. Unloading a package from an airplane is
possible if the package and the airplane are in the same location. During the unloading airplane
event, the package location can be either at the unloading location or inside the airplane. Driving
a truck is possible only if the source and destination locations are in the same city. During the
driving event, the package location is in the truck. Flying an airplane is possible only if the source
and destination locations are in different cities. During the flying event, the package location is in
the airplane. Loading and unloading events for any trucks or airplanes, are performed one package
at a time.

[Objects Description]
There are 2 cities, c0 and c1. There are 4 locations, l0_1, l1_1, l1_0, and l0_0. Locations l0_1 and
l0_0 are in city c0. Locations l1_1 and l1_0 are in city c1. There are 2 airports. The location of the
airports are l1_0 and l0_0. There are 1 airplanes, a0. There are 2 trucks, t1 and t0. There are 4
packages, p0, p3, p1, and p2.

[Initial States Description]
Truck t1 is at the location l1_2. Package p3 is at the location l0_2. Package p1 is at the location
l1_1. Airplane a1 is at the location l1_0. Package p2 is at the location l0_2. Truck t2 is at the
location l0_1. Truck t0 is at the location l0_2. Package p0 is at the location l1_2. Airplane a0 is at
the location l1_0.

[Events]
Given the initial states, the following events occur:
Loading package p0 into truck t1 at location l1_2 starts at 02:40 AM and ends after 21 minutes.
Driving truck t1 from location l1_2 to location l1_1 starts at 03:07 AM and ends after 69 minutes.
From 04:22 AM package p1 loaded into truck t1 at location l1_1 for 4 minutes. From location l1_1,
truck t1 moves to location l1_0 starting at 04:32 AM and continues for 68 minutes. From 05:42
AM package p1 is unloaded from truck t1 at location l1_0 for 34 minutes. Unloading package p0
from truck t1 at location l1_0 starts at 06:23 AM and ends after 54 minutes. At location l0_2,
package p3 is loaded into truck t0 starting at 07:20 AM and continues for 12 minutes. Package p2
is loaded into truck t0 from 07:38 AM at location l0_2 and takes 65 minutes to finish. Starting
at 08:48 AM, truck t0 operates from location l0_2 to location l0_0 for 14 minutes. At location
l0_0, package p2 is unloaded from truck t0 starting at 09:05 AM and continues for 59 minutes. At
location l1_0, package p1 is loaded into airplane a1 starting at 10:11 AM and continues for 74
minutes. Loading package p0 into airplane a1 at location l1_0 starts at 11:30 AM and ends after
76 minutes. Flying airplane a1 from location l1_0 to location l0_0 starts at 12:53 PM and ends
after 76 minutes. At location l0_0, package p2 is loaded into airplane a1 starting at 02:11 PM and
continues for 64 minutes. Package p1 is unloaded from airplane a1 from 03:19 PM at location



l0_0 and takes 25 minutes to finish. Package p1 is loaded into truck t0 from 03:49 PM at location
l0_0 and takes 63 minutes to finish. From 04:56 PM package p0 is unloaded from airplane a1
at location l0_0 for 51 minutes. Package p0 is loaded into truck t0 from 05:50 PM at location
l0_0 and takes 43 minutes to finish. Starting at 06:37 PM, truck t0 operates from location l0_0 to
location l0_1 for 69 minutes. Package p3 is unloaded from truck t0 from 07:53 PM at location
l0_1 and takes 60 minutes to finish. From 08:55 PM truck t0 transports from location l0_1 to
location l0_2 for 44 minutes. Unloading package p1 from truck t0 at location l0_2 starts at 09:44
PM and ends after 76 minutes. At location l0_2, package p0 is unloaded from truck t0 starting at
11:05 PM and continues for 21 minutes. Flying airplane a1 from location l0_0 to location l1_0
starts at 11:31 PM and ends after 37 minutes. Unloading package p2 from airplane a1 at location
l1_0 starts at 12:15 AM and ends after 55 minutes.

[Question]
If loading package p1 into truck t1 at location l1_1 is delayed by 6 minutes, Where is the product
p0 at 06:00 AM?

Answers: ["l1_0", "t1"]

A.7 Hard (Serial) - Static Time

Example Sample

[Domain Description]
Loading a package in a truck is possible if the package and the truck are in the same location.
During the loading truck event, the package location can be either at the loading location or inside
the truck. Loading a package in an airplane is possible if the package and the airplane are in the
same location. During the loading airplane event, the package location can be either at the loading
location or inside the airplane. Unloading a package from a truck is possible if the package and
the truck are in the same location. During the unloading truck event, the package location can
be either at the unloading location or inside the truck. Unloading a package from an airplane is
possible if the package and the airplane are in the same location. During the unloading airplane
event, the package location can be either at the unloading location or inside the airplane. Driving
a truck is possible only if the source and destination locations are in the same city. During the
driving event, the package location is in the truck. Flying an airplane is possible only if the source
and destination locations are in different cities. During the flying event, the package location is in
the airplane. Loading and unloading events for any trucks or airplanes, are performed one package
at a time.

[Objects Description]
There are 2 cities, c0 and c1. There are 4 locations, l0_1, l1_1, l1_0, and l0_0. Locations l0_1 and
l0_0 are in city c0. Locations l1_1 and l1_0 are in city c1. There are 2 airports. The location of the
airports are l1_0 and l0_0. There are 1 airplanes, a0. There are 2 trucks, t1 and t0. There are 4
packages, p0, p3, p1, and p2.

[Initial States Description]
Airplane a0 is at the location l2_0. Truck t1 is at the location l1_1. Package p2 is at the location
l1_1. Package p1 is at the location l0_1. Truck t0 is at the location l0_0. Package p4 is at the
location l0_0. Package p3 is at the location l2_0. Package p5 is at the location l1_0. Truck t2 is at
the location l2_0. Package p0 is at the location l1_0.

[Events]



Given the initial states, the following events occur:
Package p2 is loaded into truck t1 at location l1_1 and it requires 52 minutes to complete. Truck t1
transports from location l1_1 to location l1_0 for 48 minutes. Unloading package p2 from truck t1
at location l1_0 takes 34 minutes to finish. Flying airplane a0 from location l2_0 to location l1_0
takes 44 minutes to finish. Package p5 is loaded into airplane a0 at location l1_0 for 31 minutes.
Loading package p2 into airplane a0 at location l1_0 takes 55 minutes to finish. Loading package
p0 into airplane a0 at location l1_0 takes 15 minutes to finish. From location l1_0, airplane a0
transits to location l0_0 and it takes 48 minutes to finish. Unloading package p5 from airplane a0
at location l0_0 takes 23 minutes to finish. Package p5 is loaded into truck t0 at location l0_0 and
it requires 52 minutes to complete. Truck t0 transports from location l0_0 to location l0_1 for
44 minutes. Package p5 is unloaded from truck t0 at location l0_1 and it requires 43 minutes to
complete. Loading package p1 into truck t0 at location l0_1 takes 60 minutes to finish. Truck t0
operates from location l0_1 to location l0_0 and it requires 10 minutes to complete. Package p1 is
unloaded from truck t0 at location l0_0 and it requires 59 minutes to complete. Loading package
p4 into airplane a0 at location l0_0 takes 58 minutes to finish. Loading package p1 into airplane a0
at location l0_0 takes 37 minutes to finish. Airplane a0 flies from location l0_0 to location l2_0
for 45 minutes. At location l2_0, package p3 is loaded into airplane a0 and it takes 7 minutes to
finish. Package p2 is unloaded from airplane a0 at location l2_0 and takes 33 minutes to finish. At
location l2_0, package p0 is unloaded from airplane a0 and it takes 15 minutes to finish. From
location l2_0, airplane a0 transits to location l1_0 and it takes 2 minutes to finish. Package p4
unloaded from airplane a0 at location l1_0 for 38 minutes. Package p4 is loaded into truck t1 at
location l1_0 and it requires 3 minutes to complete. Unloading package p3 from airplane a0 at
location l1_0 takes 58 minutes to finish. Package p3 is loaded into truck t1 at location l1_0 and it
requires 57 minutes to complete. Package p1 unloaded from airplane a0 at location l1_0 for 54
minutes. Loading package p1 into truck t1 at location l1_0 takes 27 minutes to finish. Truck t1
transports from location l1_0 to location l1_1 for 52 minutes. Unloading package p4 from truck t1
at location l1_1 takes 51 minutes to finish. Package p3 unloaded from truck t1 at location l1_1 for
39 minutes. Package p1 is unloaded from truck t1 at location l1_1 and it requires 55 minutes to
complete.

[Question]
If loading package p4 into airplane a0 at location l0_0 starts at 10:29 AM, where is the product p4
at 12:54 PM?

Answers: ["l2_0", "a0"]

A.8 Hard (Serial) - Relative Time

Example Sample

[Domain Description]
Loading a package in a truck is possible if the package and the truck are in the same location.
During the loading truck event, the package location can be either at the loading location or inside
the truck. Loading a package in an airplane is possible if the package and the airplane are in the
same location. During the loading airplane event, the package location can be either at the loading
location or inside the airplane. Unloading a package from a truck is possible if the package and
the truck are in the same location. During the unloading truck event, the package location can
be either at the unloading location or inside the truck. Unloading a package from an airplane is
possible if the package and the airplane are in the same location. During the unloading airplane
event, the package location can be either at the unloading location or inside the airplane. Driving
a truck is possible only if the source and destination locations are in the same city. During the



driving event, the package location is in the truck. Flying an airplane is possible only if the source
and destination locations are in different cities. During the flying event, the package location is in
the airplane. Loading and unloading events for any trucks or airplanes, are performed one package
at a time.

[Objects Description]
There are 2 cities, c0 and c1. There are 4 locations, l0_1, l1_1, l1_0, and l0_0. Locations l0_1 and
l0_0 are in city c0. Locations l1_1 and l1_0 are in city c1. There are 2 airports. The location of the
airports are l1_0 and l0_0. There are 1 airplanes, a0. There are 2 trucks, t1 and t0. There are 4
packages, p0, p3, p1, and p2.

[Initial States Description]
Truck t1 is at the location l1_0. Airplane a1 is at the location l0_0. Package p0 is at the location
l1_1. Truck t3 is at the location l0_0. Truck t2 is at the location l0_1. Package p2 is at the location
l0_0. Truck t0 is at the location l0_2. Package p3 is at the location l0_1. Airplane a0 is at the
location l1_0. Package p1 is at the location l1_2.

[Events]
Given the initial states, the following events occur:
At location l0_0, package p2 is loaded into airplane a1 and it takes 92 minutes to finish. Flying
airplane a1 from location l0_0 to location l1_0 takes 98 minutes to finish. Unloading package
p2 from airplane a1 at location l1_0 takes 100 minutes to finish. Loading package p2 into truck
t1 at location l1_0 takes 44 minutes to finish. Driving truck t1 from location l1_0 to location
l1_1 takes 41 minutes to finish. Package p0 is loaded into truck t1 at location l1_1 for 99
minutes. Truck t1 transports from location l1_1 to location l1_2 for 52 minutes. At location
l1_2, package p2 is unloaded from truck t1 and it takes 47 minutes to finish. At location l1_2,
package p1 is loaded into truck t1 and it takes 25 minutes to finish. Truck t1 operates from
location l1_2 to location l1_0 and it requires 28 minutes to complete. Package p1 unloaded
from truck t1 at location l1_0 for 51 minutes. Package p0 is unloaded from truck t1 at location
l1_0 and it requires 10 minutes to complete. Loading package p1 into airplane a1 at location
l1_0 takes 58 minutes to finish. Loading package p0 into airplane a1 at location l1_0 takes
109 minutes to finish. Airplane a1 flies from location l1_0 to location l0_0 for 28 minutes.
Unloading package p1 from airplane a1 at location l0_0 takes 80 minutes to finish. Loading
package p1 into truck t3 at location l0_0 takes 66 minutes to finish. Package p0 is unloaded
from airplane a1 at location l0_0 and takes 43 minutes to finish. At location l0_0, package p0
is loaded into truck t3 and it takes 41 minutes to finish. Driving truck t3 from location l0_0
to location l0_1 takes 10 minutes to finish. At location l0_1, package p1 is unloaded from
truck t3 and it takes 81 minutes to finish. Truck t3 transports from location l0_1 to location
l0_2 for 11 minutes. Unloading package p0 from truck t3 at location l0_2 takes 21 minutes to finish.

[Question]
If loading package p2 into airplane a1 at location l0_0 starts at 06:02 AM, where is the product p2
4 hours before 03:09 PM?

Answers: ["l1_0", "t1"]



A.9 Hard (Serial) - Hypothetical Time

Example Sample

[Domain Description]
Loading a package in a truck is possible if the package and the truck are in the same location.
During the loading truck event, the package location can be either at the loading location or inside
the truck. Loading a package in an airplane is possible if the package and the airplane are in the
same location. During the loading airplane event, the package location can be either at the loading
location or inside the airplane. Unloading a package from a truck is possible if the package and
the truck are in the same location. During the unloading truck event, the package location can
be either at the unloading location or inside the truck. Unloading a package from an airplane is
possible if the package and the airplane are in the same location. During the unloading airplane
event, the package location can be either at the unloading location or inside the airplane. Driving
a truck is possible only if the source and destination locations are in the same city. During the
driving event, the package location is in the truck. Flying an airplane is possible only if the source
and destination locations are in different cities. During the flying event, the package location is in
the airplane. Loading and unloading events for any trucks or airplanes, are performed one package
at a time.

[Objects Description]
There are 2 cities, c0 and c1. There are 4 locations, l0_1, l1_1, l1_0, and l0_0. Locations l0_1 and
l0_0 are in city c0. Locations l1_1 and l1_0 are in city c1. There are 2 airports. The location of the
airports are l1_0 and l0_0. There are 1 airplanes, a0. There are 2 trucks, t1 and t0. There are 4
packages, p0, p3, p1, and p2.

[Initial States Description]
Airplane a0 is at the location l0_0. Package p1 is at the location l1_2. Truck t0 is at the location
l0_2. Truck t2 is at the location l0_0. Package p2 is at the location l1_3. Package p3 is at the
location l0_4. Truck t1 is at the location l1_0. Airplane a1 is at the location l0_0. Package p0 is at
the location l0_1.

[Events]
Given the initial states, the following events occur:
Truck t2 operates from location l0_0 to location l0_1 and it requires 68 minutes to complete.
Package p0 is loaded into truck t2 at location l0_1 for 39 minutes. Truck t2 transports from
location l0_1 to location l0_4 for 67 minutes. Package p3 is loaded into truck t2 at location l0_4
for 68 minutes. Truck t2 transports from location l0_4 to location l0_0 for 36 minutes. Unloading
package p3 from truck t2 at location l0_0 takes 77 minutes to finish. Unloading package p0
from truck t2 at location l0_0 takes 76 minutes to finish. Loading package p3 into airplane a1
at location l0_0 takes 65 minutes to finish. From location l0_0, airplane a1 transits to location
l1_0 and it takes 9 minutes to finish. Package p3 unloaded from airplane a1 at location l1_0 for
45 minutes. Package p3 is loaded into truck t1 at location l1_0 for 15 minutes. From location
l1_0, truck t1 moves to location l1_2 and it takes 25 minutes to finish. At location l1_2, package
p3 is unloaded from truck t1 and it takes 31 minutes to finish. Package p1 is loaded into truck
t1 at location l1_2 for 31 minutes. Driving truck t1 from location l1_2 to location l1_3 takes 2
minutes to finish. Package p2 is loaded into truck t1 at location l1_3 for 64 minutes. From location
l1_3, truck t1 moves to location l1_0 and it takes 15 minutes to finish. Unloading package p2
from truck t1 at location l1_0 takes 77 minutes to finish. Package p1 is unloaded from truck t1
at location l1_0 and it requires 65 minutes to complete. Loading package p2 into airplane a1 at
location l1_0 takes 34 minutes to finish. At location l1_0, package p1 is loaded into airplane a1



and it takes 73 minutes to finish. From location l1_0, airplane a1 transits to location l0_0 and
it takes 49 minutes to finish. Package p2 is unloaded from airplane a1 at location l0_0 for 45
minutes. Loading package p2 into truck t2 at location l0_0 takes 67 minutes to finish. Unloading
package p1 from airplane a1 at location l0_0 takes 15 minutes to finish. Package p1 is loaded
into truck t2 at location l0_0 for 46 minutes. From location l0_0, truck t2 moves to location l0_4
and it takes 4 minutes to finish. Package p2 is unloaded from truck t2 at location l0_4 and it
requires 13 minutes to complete. Package p1 unloaded from truck t2 at location l0_4 for 21 minutes.

[Question]
If loading package p2 into truck t1 at location l1_3 starts at 02:58 AM and unloading package p1
from truck t1 at location l1_0 is delayed by 93 minutes, where is the product p2 at 08:38 AM?

Answers: ["l1_0", "a1"]

A.10 Hard (Parallel) - Static Time

Example Sample

[Domain Description]
Loading a package in a truck is possible if the package and the truck are in the same location.
During the loading truck event, the package location can be either at the loading location or inside
the truck. Loading a package in an airplane is possible if the package and the airplane are in the
same location. During the loading airplane event, the package location can be either at the loading
location or inside the airplane. Unloading a package from a truck is possible if the package and the
truck are in the same location. During the unloading truck event, the package location can be either
at the unloading location or inside the truck. Unloading a package from an airplane is possible if
the package and the airplane are in the same location. During the unloading airplane event, the
package location can be either at the unloading location or inside the airplane. Driving a truck
is possible only if the source and destination locations are in the same city. During the driving
event, the package location is in the truck. Flying an airplane is possible only if the source and
destination locations are in different cities. During the flying event, the package location is in the
airplane. Packages can be loaded onto or unloaded from a truck simultaneously, but loading and
unloading cannot occur at the same time. Similarly, multiple packages can be loaded or unloaded
simultaneously from an airplane, but simultaneous loading and unloading are not permitted. When
a truck reaches a new location, unloading of packages must occur before loading new products.
When an airplane arrives at a new location, unloading of packages must occur before loading new
products.

[Objects Description]
There are 2 cities, c0 and c1. There are 4 locations, l0_1, l1_1, l1_0, and l0_0. Locations l0_1 and
l0_0 are in city c0. Locations l1_1 and l1_0 are in city c1. There are 2 airports. The location of the
airports are l1_0 and l0_0. There are 1 airplanes, a0. There are 2 trucks, t1 and t0. There are 4
packages, p0, p3, p1, and p2.

[Initial States Description]
Truck t1 is at the location l1_3. Package p5 is at the location l0_1. Package p1 is at the location
l1_0. Package p4 is at the location l0_2. Airplane a0 is at the location l1_0. Package p2 is at the
location l1_1. Package p0 is at the location l1_3. Package p3 is at the location l0_2. Truck t0 is at
the location l0_1.

[Events]



Given the initial states, the following events occur:
Loading package p0 into truck t1 at location l1_3 takes 3 minutes to finish. Driving truck t1 from
location l1_3 to location l1_0 takes 33 minutes to finish. Unloading package p0 from truck t1 at
location l1_0 takes 41 minutes to finish. Package p1 is loaded into truck t1 at location l1_0 and
it requires 67 minutes to complete. Loading package p5 into truck t0 at location l0_1 takes 20
minutes to finish. Driving truck t0 from location l0_1 to location l0_2 takes 7 minutes to finish.
Package p4 is loaded into truck t0 at location l0_2 for 81 minutes. Package p3 is loaded into truck
t0 at location l0_2 and it requires 60 minutes to complete. Truck t0 operates from location l0_2
to location l0_0 and it requires 39 minutes to complete. Unloading package p5 from truck t0 at
location l0_0 takes 11 minutes to finish. At location l0_0, package p4 is unloaded from truck t0
and it takes 28 minutes to finish. Unloading package p3 from truck t0 at location l0_0 takes 41
minutes to finish. Package p0 is loaded into airplane a0 at location l1_0 and it requires 77 minutes
to complete. Airplane a0 flies from location l1_0 to location l0_0 for 67 minutes. Package p0 is
unloaded from airplane a0 at location l0_0 for 79 minutes. Loading package p5 into airplane a0 at
location l0_0 takes 30 minutes to finish. At location l0_0, package p4 is loaded into airplane a0
and it takes 46 minutes to finish. Package p3 is loaded into airplane a0 at location l0_0 and it
requires 73 minutes to complete. Package p0 is loaded into truck t0 at location l0_0 and it requires
6 minutes to complete. From location l0_0, truck t0 moves to location l0_1 and it takes 11 minutes
to finish. Package p0 unloaded from truck t0 at location l0_1 for 3 minutes. Flying airplane a0
from location l0_0 to location l1_0 takes 49 minutes to finish. Package p5 unloaded from airplane
a0 at location l1_0 for 23 minutes. Package p4 unloaded from airplane a0 at location l1_0 for 73
minutes. Package p3 is unloaded from airplane a0 at location l1_0 and takes 8 minutes to finish.
Package p5 is loaded into truck t1 at location l1_0 for 26 minutes. At location l1_0, package p3
is loaded into truck t1 and it takes 17 minutes to finish. Driving truck t1 from location l1_0 to
location l1_1 takes 53 minutes to finish. Package p3 is unloaded from truck t1 at location l1_1 and
it requires 70 minutes to complete. At location l1_1, package p1 is unloaded from truck t1 and it
takes 46 minutes to finish. Truck t1 operates from location l1_1 to location l1_3 and it requires
59 minutes to complete. Package p5 is unloaded from truck t1 at location l1_3 and it requires 2
minutes to complete.

[Question]
If loading package p3 into truck t0 at location l0_2 starts at 05:52 PM Where is the product p3 at
10:54 PM?

Answers: ["l0_0", "a0"]

A.11 Hard (Parallel) - Relative Time

Example Sample

[Domain Description]
Loading a package in a truck is possible if the package and the truck are in the same location.
During the loading truck event, the package location can be either at the loading location or inside
the truck. Loading a package in an airplane is possible if the package and the airplane are in the
same location. During the loading airplane event, the package location can be either at the loading
location or inside the airplane. Unloading a package from a truck is possible if the package and the
truck are in the same location. During the unloading truck event, the package location can be either
at the unloading location or inside the truck. Unloading a package from an airplane is possible if
the package and the airplane are in the same location. During the unloading airplane event, the
package location can be either at the unloading location or inside the airplane. Driving a truck
is possible only if the source and destination locations are in the same city. During the driving



event, the package location is in the truck. Flying an airplane is possible only if the source and
destination locations are in different cities. During the flying event, the package location is in the
airplane. Packages can be loaded onto or unloaded from a truck simultaneously, but loading and
unloading cannot occur at the same time. Similarly, multiple packages can be loaded or unloaded
simultaneously from an airplane, but simultaneous loading and unloading are not permitted. When
a truck reaches a new location, unloading of packages must occur before loading new products.
When an airplane arrives at a new location, unloading of packages must occur before loading new
products.

[Objects Description]
There are 2 cities, c0 and c1. There are 4 locations, l0_1, l1_1, l1_0, and l0_0. Locations l0_1 and
l0_0 are in city c0. Locations l1_1 and l1_0 are in city c1. There are 2 airports. The location of the
airports are l1_0 and l0_0. There are 1 airplanes, a0. There are 2 trucks, t1 and t0. There are 4
packages, p0, p3, p1, and p2.

[Initial States Description]
Truck t1 is at the location l1_2. Package p3 is at the location l0_2. Package p1 is at the location
l1_1. Airplane a1 is at the location l1_0. Package p2 is at the location l0_2. Truck t2 is at the
location l0_1. Truck t0 is at the location l0_2. Package p0 is at the location l1_2. Airplane a0 is at
the location l1_0.

[Events]
Given the initial states, the following events occur:
Loading package p0 into truck t1 at location l1_2 takes 22 minutes to finish. Truck t1 transports
from location l1_2 to location l1_1 for 10 minutes. Loading package p1 into truck t1 at location
l1_1 takes 16 minutes to finish. Driving truck t1 from location l1_1 to location l1_0 takes
71 minutes to finish. At location l1_0, package p1 is unloaded from truck t1 and it takes 18
minutes to finish. Package p0 is unloaded from truck t1 at location l1_0 and it requires 83
minutes to complete. Loading package p3 into truck t0 at location l0_2 takes 79 minutes to
finish. Package p2 is loaded into truck t0 at location l0_2 and it requires 55 minutes to complete.
Driving truck t0 from location l0_2 to location l0_0 takes 68 minutes to finish. Unloading
package p2 from truck t0 at location l0_0 takes 10 minutes to finish. Loading package p1 into
airplane a1 at location l1_0 takes 81 minutes to finish. Package p0 is loaded into airplane a1
at location l1_0 for 10 minutes. From location l1_0, airplane a1 transits to location l0_0 and
it takes 94 minutes to finish. Package p1 unloaded from airplane a1 at location l0_0 for 14
minutes. At location l0_0, package p0 is unloaded from airplane a1 and it takes 96 minutes
to finish. Package p2 is loaded into airplane a1 at location l0_0 and it requires 24 minutes to
complete. At location l0_0, package p1 is loaded into truck t0 and it takes 27 minutes to finish.
Package p0 is loaded into truck t0 at location l0_0 and it requires 63 minutes to complete. Driving
truck t0 from location l0_0 to location l0_1 takes 85 minutes to finish. Unloading package p3
from truck t0 at location l0_1 takes 21 minutes to finish. From location l0_1, truck t0 moves to
location l0_2 and it takes 41 minutes to finish. Package p1 unloaded from truck t0 at location
l0_2 for 52 minutes. Unloading package p0 from truck t0 at location l0_2 takes 66 minutes
to finish. From location l0_0, airplane a1 transits to location l1_0 and it takes 52 minutes
to finish. At location l1_0, package p2 is unloaded from airplane a1 and it takes 77 minutes to finish.

[Question]
If loading package p2 into truck t0 at location l0_2 starts at 03:52 AM, where is the product p2 5
hours before 03:52 PM?



Answers: ["l0_0", "a1"]

A.12 Hard (Parallel) - Hypothetical Time

Example Sample

[Domain Description]
Loading a package in a truck is possible if the package and the truck are in the same location.
During the loading truck event, the package location can be either at the loading location or inside
the truck. Loading a package in an airplane is possible if the package and the airplane are in the
same location. During the loading airplane event, the package location can be either at the loading
location or inside the airplane. Unloading a package from a truck is possible if the package and the
truck are in the same location. During the unloading truck event, the package location can be either
at the unloading location or inside the truck. Unloading a package from an airplane is possible if
the package and the airplane are in the same location. During the unloading airplane event, the
package location can be either at the unloading location or inside the airplane. Driving a truck
is possible only if the source and destination locations are in the same city. During the driving
event, the package location is in the truck. Flying an airplane is possible only if the source and
destination locations are in different cities. During the flying event, the package location is in the
airplane. Packages can be loaded onto or unloaded from a truck simultaneously, but loading and
unloading cannot occur at the same time. Similarly, multiple packages can be loaded or unloaded
simultaneously from an airplane, but simultaneous loading and unloading are not permitted. When
a truck reaches a new location, unloading of packages must occur before loading new products.
When an airplane arrives at a new location, unloading of packages must occur before loading new
products.

[Objects Description]
There are 2 cities, c0 and c1. There are 4 locations, l0_1, l1_1, l1_0, and l0_0. Locations l0_1 and
l0_0 are in city c0. Locations l1_1 and l1_0 are in city c1. There are 2 airports. The location of the
airports are l1_0 and l0_0. There are 1 airplanes, a0. There are 2 trucks, t1 and t0. There are 4
packages, p0, p3, p1, and p2.

[Initial States Description]
Truck t1 is at the location l1_0. Airplane a1 is at the location l0_0. Package p0 is at the location
l1_1. Truck t3 is at the location l0_0. Truck t2 is at the location l0_1. Package p2 is at the location
l0_0. Truck t0 is at the location l0_2. Package p3 is at the location l0_1. Airplane a0 is at the
location l1_0. Package p1 is at the location l1_2.

[Events]
Given the initial states, the following events occur:
Package p2 is loaded into airplane a1 at location l0_0 and it requires 64 minutes to complete.
Airplane a1 flies from location l0_0 to location l1_0 for 71 minutes. Package p2 unloaded from
airplane a1 at location l1_0 for 2 minutes. Package p2 is loaded into truck t1 at location l1_0 and
it requires 10 minutes to complete. Truck t1 operates from location l1_0 to location l1_1 and
it requires 57 minutes to complete. Package p0 is loaded into truck t1 at location l1_1 for 78
minutes. From location l1_1, truck t1 moves to location l1_2 and it takes 18 minutes to finish. At
location l1_2, package p2 is unloaded from truck t1 and it takes 62 minutes to finish. At location
l1_2, package p1 is loaded into truck t1 and it takes 93 minutes to finish. Truck t1 operates from
location l1_2 to location l1_0 and it requires 94 minutes to complete. Package p1 is unloaded
from truck t1 at location l1_0 and it requires 9 minutes to complete. Package p0 is unloaded from
truck t1 at location l1_0 and it requires 68 minutes to complete. Package p1 is loaded into airplane



a1 at location l1_0 and it requires 76 minutes to complete. Package p0 is loaded into airplane
a1 at location l1_0 for 81 minutes. Airplane a1 transits from location l1_0 to location l0_0 for
87 minutes. Package p1 is unloaded from airplane a1 at location l0_0 and takes 13 minutes to
finish. Package p0 is unloaded from airplane a1 at location l0_0 for 90 minutes. Package p1
is loaded into truck t3 at location l0_0 and it requires 43 minutes to complete. Package p0 is
loaded into truck t3 at location l0_0 for 78 minutes. Driving truck t3 from location l0_0 to location
l0_1 takes 28 minutes to finish. Unloading package p1 from truck t3 at location l0_1 takes 21
minutes to finish. Truck t3 operates from location l0_1 to location l0_2 and it requires 7 minutes
to complete. At location l0_2, package p0 is unloaded from truck t3 and it takes 86 minutes to finish.

[Question]
If loading package p1 into truck t1 at location l1_2 starts at 01:32 AM and unloading package p0
from truck t1 at location l1_0 is expedited by 4 minutes, where is the product p1 at 05:13 AM?

Answers: ["l1_0", "a1"]

B Prompt for Evaluating UnSeenTimeQA

The structure of prompts used in the UnSeenTimeQA benchmark is as follows:

[domain_description] + [object_description] + [initial_states_description]
+ [events] + [question] + [reasoning_prompt]

• [domain_description]: Provides a comprehensive description of the world, outlining how
different events can occur with various objects. This section aligns the model with the context
and rules governing the scenario.

• [object_description]: Lists and describes all relevant objects within the scenario. This
includes details such as locations, vehicles, and packages, helping to establish the setting for
the task.

• [initial_states_description]: Describes the initial states of all objects. This includes their
initial locations and statuses, providing a starting point for understanding the subsequent
events.

• [events]: Chronologically details the events that occur serially/in-parallel from the initial
state to the point of the question. This includes the movements and actions of objects over
time, helping to track changes in the scenario.

• [question]: Poses a specific query about the state of the scenario at a given point in time.
This requires the model to synthesize the information from the previous sections to provide
an accurate answer.

• [reasoning_prompt]: Instructs the model to think step-by-step to answer the question,
guiding it to generate reasoning steps and a final answer. This helps in structuring the model’s
response systematically.
We use this exact prompt: Let’s think step-by-step to answer the question. Please use the
below format:
Reasoning steps: [generate step-by-step reasoning]
Answer:[final answer]



C Model Details

C.1 Huggingface Endpoints
The following table provides details of the models used in our benchmark, along with their corresponding
Huggingface endpoints:

Huggingface Model Endpoint Link
google/gemma-2b https://huggingface.co/google/gemma-2b
google/gemma-7b https://huggingface.co/google/gemma-7b
mistralai/Mistral-7B-Instruct-
v0.3

https://huggingface.co/mistralai/Mistral-7B-Instruct-v0.3

microsoft/Phi-3-small-8k-
instruct.

https://huggingface.co/microsoft/Phi-3-small-8k-instruct

meta-llama/Meta-Llama-3-8B-
Instruct

https://huggingface.co/meta-llama/Meta-Llama-3-8B-Instruct

meta-llama/Meta-Llama-3-70B-
Instruct

https://huggingface.co/meta-llama/Meta-Llama-3-70B-Instruct

Table 4: List of open-source models and their corresponding Huggingface endpoints

C.2 API Endpoints
The following table provides details of the model services used for closed-source models, along with their
corresponding API endpoints:

API Link
Gemini 1.0 Pro https://ai.google.dev/gemini-api/
GPT-4 https://platform.openai.com/docs/models/gpt-4/
GPT-4o https://platform.openai.com/docs/models/gpt-4o

Table 5: List of closed-source models and their corresponding API endpoints

C.3 GPU Hours
We conducted our experiments using various configurations of A100 GPUs. To run the LLaMA-3-
70B model, we utilized 24 A100 80GB GPUs, completing all queries across different categories in
approximately three days. For the experiments involving the Phi3 (7B), LLaMA-3 (8B), and Mistral
(7B) models, we used 8 A100 80GB GPUs, which took about two days to complete. Additionally, we
employed 6 A100 40GB GPUs to run all experiments for the Gemma models (2B and 7B) which took two
days to finish.

https://huggingface.co/google/gemma-2b
https://huggingface.co/google/gemma-7b
https://huggingface.co/mistralai/Mistral-7B-Instruct-v0.3
https://huggingface.co/microsoft/Phi-3-small-8k-instruct
https://huggingface.co/meta-llama/Meta-Llama-3-8B-Instruct
https://huggingface.co/meta-llama/Meta-Llama-3-70B-Instruct
https://ai.google.dev/gemini-api/ 
https://platform.openai.com/docs/models/gpt-4/
https://platform.openai.com/docs/models/gpt-4o

